
A10FB
Maximum Pressure 500 PSI
Maximum Output 11 GPM
Maximum RPM 600 RPM
Inlet Port 1" NPT
Outlet Port 3/4" NPT
Shaft Diameter 3/4"
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The A10FB and A20FB are compact, heavy-
duty piston pumps and are well adapted to
many industrial and agricultural uses includ-
ing tree spraying, weed and insect spraying,
livestock and poultry roost spraying. Their
radial cylinder design assures a smooth dis-
charge with minimum power. The A10FB
and A20FB pumps may be installed and
operated with the shaft either horizontal or
vertical and may operate in either direction
of rotation. Designed to give long service
life, the valves, valve plates and cylinder
sleeves are of stainless steel specially treated
to resist wear. Other working parts are of
heavy-duty construction. Maintenance is easy
- removing outer cylinder caps permits quick
access to valves, cups, etc.

· Field proven for over 50 years!
· Smooth running - needs no pulsation

dampener.
· Compact lightweight design ideal for PTO

or engine drive applications.
· Pressure control valve required.

Recommend model A14/A52 or equal.
· Hardened stainless steel valves and valve

plates for superior resistance to abrasion
and corrosion.

· Double packing cups in each cylinder
engineered for low resistance and efficiency
giving a significant increase in packing
life.

· Replaceable cylinder sleeves with ceramic
lining.

· Aluminum casting for low weight and 
corrosion resistance.

SPECIFICATIONS A20FB
Maximum Pressure 500 PSI
Maximum Output 22 GPM
Maximum RPM 600 RPM
Inlet Port 1 1/4" NPT
Outlet Port 1" NPT
Shaft Diameter 1"

SPECIFICATIONS
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Model A10FB Four Cylinder Piston Pump Model A20FB Ei ght Cylinder Piston Pump
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·Complete pumping unit in one compact 
package.

·Pump and engine direct coupled. No 
belts or pulleys to maintain.

·Assembled on steel base frame for easy
mounting in a variety of applications.

· Includes A14 or A52 pressure control,
large capacity strainer and liquid filled
pressure gauge.

Model Engine** Pump Regulator GPM PSI
A22RTF14 5.5 HP Honda A10FB A14 10 375

A25RTF14MU 5.5 HP Honda A10FB A14MU 10 375
A24RTF14 6.5 HP Honda A10FB A14 10 500
A24RTF52 6.5 HP Honda A10FB A52 10 500

A25RF52-20 10 HP Briggs & Stratton A20FB A52 20 500

**Briggs & Stratton or Kohler engines optional

For maintaining and pressure
testing water lines.

MWC Model A10FB 4 cylinder
radial piston pump is durable
and easy to maintain. It provides
a smooth flow up to 10 GPM
and 350 PSI.

MWC Model A14MU adjustable
pressure relief valve features a
manual unloading lever for easi-
er starting and shut down.

Powered by a 5.5 HP Honda
engine with 6:1 gear reduction
and direct coupling. Bases are
available in 3 styles; standard,
roll cage or 2 wheel cart.

Optional Hose Set includes suction, discharge and bypass hoses with fittings and
hydrant adapter with cut-off valve and liquid fille d pressure gauge.

Model A25RTF 14MU with roll cage
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Max Max
Model Pump Engine GPM PSI

A22D10A14 D10 5.5 Honda 8.5 400
A23D10A14 D10 8 Honda 8.5 600

A32D25A14H H25 13 Honda 20 600
A25D40C24 D40 25 Kohler 35 600
A35D40C24 D40 35 Wisconsin 40 750

Heavy duty steel base frame with belt drive and belt guard.  Includes pressure relief valve,
strainer and liquid filled pressure gauge.  Can be set up to power mechanical agitator.

Hydra-Cell Pumps Feature

· Heavy duty industrial construction.

· Hydraulically balanced diaphragm.

· Quiet, smooth operation.

· Easy maintenance.

· Self priming.

· All moving parts are submerged in oil.

The Hydra-Cell's unique design makes it ideal for dif-
ficult pumping applications.  The fluid end is avai l-
able in a wide variety of materials which makes it
easy to match components with the fluid to be
pumped.

Applications include:

· Abrasives · Hot Fluids · Chemicals 
· Slurries · Machine Coolant 

· Reclaim Water · Wettable Powder · Salt Water
Fertilizer and Soap Solutions · And Many More

Hydra-Cell Specifications
Pump Max Max Max Shaft Inlet Outlet
Model GPM PSI RPM Diameter Port NPT Port NPT Weight
D10 8.5 1000 1450 7/8" 1" 3/4" 45 lbs.
H25 20 1000 1050 1 1/8" 1 1/2" NPT 1" NPT 115 lbs.
D35 37 1200 1050 2" 2 1/2" NPT 1 1/4" NPT 240 lbs.
D40 40 1200 900 2" 2 1/2" NPT 1 1/4" NPT 370 lbs.
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For years these rugged pumps have been the yardstick
by which other pumps are measured. Ideal for turf, tree
and agricultural applications.

· Ceramic cylinders for long life.

· Heavy duty cast iron pump case.

· Stainless steel valves and seats.

· All working parts are constantly lubricated by oil  bath.

· Connecting rods have automotive type inserts.

· Over 100 years of building quality pumps.

· Available in a wide variety of sizes.

J O H N  B E A N  P I S T O N  P U M P S

R5 R10 R2020 130 R6-60D
Pistons 2 2 4 3 3

Piston Size 1 3/8" 1 5/8" 1 5/8" 2 1/4" 2 3/4"
Max GPM 5 10 20 35 60
Max PSI 400 500 500 700 800

· 8" Impeller · 100 GPM · 100 PSI ·
· 3400 RPM max · Also available in 2 stage model

J O H N  B E A N  C E N T R I F U G A L  P U M P S

JB2S

B E A N  P U M P  R E P A I R  K I T S

John Bean Valve Packing
Piston Pump Model Kit Kit

R-5B 5251825 5251829
R10 5251825 5251827

R2020 5251825 (2) 5251827 (2)
130-HS, HD, VS, VD 5259415 5283626

R6-50 R6-60 5251841 5251836
R6-60D 5260633 5260634

Diaphragm Pump Model Valve Kit Diaphragm Kit
MP20 5269532 5269530
MP40 5269528 5269525

Centrifugal Pump Seal Kit
JB-1S 5260631
JB-2S 5260632

R10 R2020
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Model Max. Max. Max.
Number GPM PSI RPM Description

9910-D30 9.5 580 550 2-diaphragm pump- 1" HB inlet, 1/2" HB out-
(9910-D30AP-A) let (D30AP-A - 3/4º solid extended shaft).  

Select shaft kit with base or gear reduction.

9910-D30GRGI 9.5 580 36002 - diaphragm pump- with GS40GI control 
unit and gear reduction - fits 5 hp gas engines.

9910-D303 7.9 580 550 3 - diaphragm pump- 1" HB inlet, 1/2" HB 
outlet.

9910-D303GRGI 7.9 580 36003 - diaphragm pump-with GR40 control unit 
and gear reduction that fits 5-6 hp. gas 
engines.

9910-D403 10.6 580 550 3 - diaphragm pump- 1" HB inlet, 1/2" HB
outlet.

9910-D403GRGI 10.6 580 36003 - diaphragm pump- with GR40 control unit 
and gear reduction that fits 5-6 hp. gas 
engines.

9910-D50 14.0 580 550 2 - diaphragm pump- 1 1/4" HB inlet, 
(9910-D50AP-A) 1/2" HB outlet. (D50AP-A-1" solid extended shaft). 

Select shaft kit with base or gear reduction.

9910-D503 15.0 580 550 3 - diaphragm pump- 1 1/4" HB inlet 
3/4" NPT outlet. Select shaft kit or gear 
reduction.

9910-D503GRGI 15.0 580 36003 - diaphragm pump- assembled with gear
box 9910-KIT1642 and control 9910-RM40 
for mounting on 8 hp gas engines.

9910-D503GRGI34 15 300 36003 - diaphragm pump- assembled with gear
box 9910-KIT1640 and control 9910-RM40 
for mounting on 5 - 6 1/2 hp gas engines.

Model Max. Max. Max.
Number GPM PSI RPM Description

9910-D252 6.0 290 650 2 - diaphragm pump- 3/4" HB inlet, 1/2"
NPT outlet. D252 - 3/4" solid keyed shaft.

9910-D252GRGI 6.0 290 36002 - diaphragm (semi-hydraulic) pump- 3/4" 
HB inlet; 5/8" HB outlet. D252 - 3/4" hollow 
shaft, gear reduced for 3 hp gas engine.

9910-D252GRGI58 6.0 290 36002 - diaphragm (semi-hydraulic) pump- 3/4" 
HB inlet; 5/8" HB outlet. D252 - 5/8" hollow 
shaft, gear reduced for 2.5 hp gas engine.

9910-D70 19 290 550 2 - diaphragm pump- 1 1/4" HB inlet, 3/4" 
HB outlet, Select shaft kit for desired drive.

9910-D70GR 19 290 36009910-D70GR- 3/4" hollow shaft with gear 
reduction for 5 hp gasoline engine.

9910-D115 30.1 290 550 3 - diaphragm pump- 1 1/2" HB inlet, 1" HB 
outlet.  Select shaft kit for desired drive.

9910-D115GR34 30.1 290 36009910-D115GR34- 3/4" hollow shaft with 
gear reduction for 5 hp gasoline engine.

MEDIUM PRESSURE DIAPHRAGM PUMPS
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LOW PRESSURE DIAPHRAGM PUMPS

Features:

· Oil bath design and premium quality 
synthetic diaphragms provide longer 
life and greater reliability.

· Self-priming operation.

· Easily adaptable to PTO or gas 
engine drives.

· Wide spectrum of flows and pres-   
sures.

· Corrosive, abrasive and general use 
chemical compatibility.

· Visual oil-level sight glass.

· Can be run dry.

D30

D503
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Model
Number Description

9910-KIT1640 For model 9910-D30, D303 and D403 pumps
6:1 gear box for standard 5 hp gas engine with
3/4º shaft. This kit can also be used with 9910-D50,
D503 and D813, providing that pumps are operated 
at lower pressures that do not exceed 5HP gas 
engine capability.

9910-KIT1642 For model 9910-D50, D503, D813, D1064 and 
D1265 pumps 6:1 gear box for standard 8-18 
hp gas engine with 1º shaft.

Model
Number Description

9910-KIT1703 For model 9910-D30
9910-KIT1707 For model 9910-D50 pump
9910-KIT1711 For model 9910-D70 

Model 9910-D115 pumps
9910-KIT2202 For model 9910-D503, D303 

& D403 pumps
9910-KIT2203 For model 9910-D813, D1064 

D1265 pumps

*Kits include male shaft adapter,
mounting bracket and necessary hard-
ware.

Model Max. Max. Max.
Number GPM PSI RPM Description

9910-D813 21.4 725 550 3 - diaphragm pump- 1 1/4" HB inlet, 3/4" 
NPT outlet.  Select shaft kit with base or 
gearbox. 1 3/8" - 6 splined male shaft extension.

9910-D813GRGI 21.4 725 36003 - diaphragm pump- assembled with gear
box 9910-KIT 1642 and control 9910-VDR50 
for mounting on 11 hp gas engines.

9910-D1064 28 725 550 4 - diaphragm pump- 1 1/2" HB inlet, 3/4" 
NPT outlet. Select shaft kit or gearbox.  1 
3/8" - 6 splined male shaft extension. 

9910-D1064GRGI 28 725 36004 - diaphragm pump- assembled with gear
box 9910-KIT1642 and control 9910-VDR50 for 
mounting on 18 hp gas engines.

Model Max. Max.
Number GPM PSI Description

9910-KIT1990 6 290 Control unit for mounting on 9910-D252 
model pumps. Includes relief valve and 
pressure/bypass selector. 5/8" HB bypass 
port and 3/8" HB outlet.

9910-GS40GI 21 580 Control unit for mounting on 9910-D30 
and D50 model pumps.  Includes high pres-
sure relief valve and 2 1/2" HB outlets.

9910-KIT1741 Remote mounting kit for 9910-GS40GI or 
9910-GR40 control unit. Includes mounting 
brackets, bolts, and hose barb.

9910-GR40 11 580 Control unit for 9910-D303 and D403 model 
pumps include adjustable high pressure relief 
valves, complete bypass lever, 2 1/2" gauge, 
outlet barbs and 5/8" bypass barb.

9910-RM40 24 580 Control unit for 9910-D503 model pumps. 
Includes high pressure relief valve and two 
1/2" HB outlets with individual shut-offs. Unit 
can be either direct or remote mounted.

9910-VDR50 35 725 Control unit for mounting on models 9910-
D503, -D813, -D1064 and -D1265 pumps. 
Includes high pressure relief valve and two 
1/2" HB outlets with individual shut-offs. For 
additional hose barbs, order 9910-130491.
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PRESSURE CONTROL UNITS

GEAR REDUCTION KITS1"  SOL ID  SHAFT  K ITS

A27TD30
D30GRGI mounted on a 5 HP Tecumseh

engine

HIGH PRESSURE DIAPHRAGM PUMPS



Model Max Max # of Hose Barb Ports
Number GPM PSI Diaphragms In Out Bypass Drive

KAPPA-15/GR 3.2 250 2 3/4" 3/8" 5/8" Gear reduction for 3HP engines
KAPPA-15/GR-5/8 Gear reduction for Honda 2.2+2.5 HP engines
KAPPA-30 8.5 350 2 1" (2) 3/4" Universal face - order shaft kit1/2"

KAPPA-33/GR 8.5 560 3 1"
(2)

3/4" Gear reduction for 4-6.5 HP engines1/2"
KAPPA-35 10.5 560 3 1"

(2) 3/4"
Universal face - order shaft kit

KAPPA-35/GR 1/2" Gear reduction for 4-6.5 HP engines
KAPPA-40 10.5 560 2 1"

(2) 3/4"
Universal face - order shaft kit

KAPPA-40/GR 1/2" Gear reduction for 4-6.5 HP engines
KAPPA-55

15
560

3 1 1/4º (2) 3/4º
Universal face - order shaft kit

KAPPA-55/GR-5 350
1/2"

Gear reduction for 5-6.5 HP engines
KAPPA-55/GR-8 560 Gear reduction for 8-9 HP engines
KAPPA-75 19.5 560 3 1 1/4"

(2) 3/4"
Universal face - order shaft kit

KPPA-75/GR 1/2" Gear reduction for 11-13 HP engines
KAPPA-100 26 560 4 1 1/2"

(2) 3/4"
Universal face - order shaft kit

KAPPA-100/GR 1/2" Gear reduction for 16-18 HP engines
KAPPA-120/GR 34 700 4 1 1/2" 3/4" 1" Gear reduction for 18-20 HP engines
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UDOR D IAPHRAGM PUMPS

KAPPA SERIES
Feature internal manifolds with anodized aluminum construction. 

Pressure control units are included with liquid filled gauge and multiple outlet valves.
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KAPPA-55/GR-8 KAPPA-100/GR

""



Pump Model Kit Number

Iota-17 8700.01
KAPPA-7, 15, 18 8700.27
KAPPA-30, 40 8700.02
KAPPA-33, 43 8700.45
KAPPA-35, 55 8700.26

KAPPA-75 8700.10
KAPPA-100 8700.24

KAPPA-120, 150 8700.22
RO-70 8700.05

RO-106, 121 8700-04
TAU-35 8700.02

Part For Use On
No. Description Udor Pump #
7751.A3 1" Solid Shaft IOTA-17, RO-110, 

KAPPA35/55/75/100
7751.A9 3/4" Solid Shaft w/Mounting Rails TAU-35, KAPPA-30/40

7751.A1 1" Solid Shaft w/Mounting Rails
RO-70, TAU-35, 
KAPP-30/40

7753.A6 1-3.8", 6-Spline Male PTO Shaft
RO-106, KAPPA-
35/55/75/100

7702.01
1-3/8", 6-Spline Male PTO Shaft RO-70, TAU-35, 
w/Mounting Rails & Safety Shield KAPPA-30/40

7752.A2
1-3/8", 6-Spline Female PTO IOTA-17, RO-70 
Cplr w/Torque Arms, Chains TAU-35, KAPPA 
& Safety Shield 30/35/40/55/75

Part Engine Horsepower For Use on
Number Briggs & Stratton Vanguard   Honda Kohler CommandUDOR Pump #

5047.D7* 3, 3.5, 5 HP - 2.5, 4, 5.5 HP - KAPPA-15

5027.75 3.5, 5 HP 6 HP 4, 5.5, 6.5 HP 6 HP RO-70, TAU-35
KAPPA-30/33/35/40/55

5033.A4 8 HP 9, 11, 13 HP 8, 9, 11, 13 HP 11, 14 HP RO-70/106, KAPPA-55/75

5034.B5 16, 18, 20 HP 16, 18 HP 18, 20 HP 18, 20, 22 HP KAPPA-100/120
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KAPPA-7/12

UDOR D IAPHRAGM PUMPS
12 VOLT SERIES

Kappa electric pumps have two diaphragms and glass filled nylon heads.
Control units are not included.

Model Max Max Hose Barb Ports
Number GPM PSI In Out Bypass Drive

KAPPA-7/12 2.0 200 3/4" 3/8" 12 Volt motor
(Gravity feed only)

KAPPA-15/12 3.2 70 3/4" 1/2" 12 Volt DC motor

KAPPA-18/12 4.0 70 3/4" 1/2" 12 Volt DC motor

IOTA-18/M 4.5 200 3/4" 3/8" 5/8" 115 Volt AC motor
(Includes pressure control)

RO SERIES
Feature plasticized aluminum heads and glass filled nylon manifolds.

Control units not included.

Model Max Max # of Hose Barb Ports
Number GPM PSI Diaphragms In Out Bypass Drive

RO-70
20 300 2 1 1/4" 3/4" -

Universal face - order shaft kit
RO-70/GR-5 Gear reduction for 5-6.5 HP engines

RO-110 29 300 3 1 1/2" 3/4" - Universal face - order shaft kit
RO-110/GR Gear reduction for 8-11 HP engines

UDOR GEAR REDUCTION K ITS

UDOR SHAFT ADAPTER KITS DIAPHRAGM REPAIR KITS

Pumps and
repair parts
are also
available for
Udor TAU,
Iota, Beta
and Gamma
pump
series.



10 PSI 20 PSI 40 PSI 60 PSI 80 PSI 100 PSI 120 PSI 140 PSI 160 PSI
RPM GPM HP GPM HP GPM HP GPM HP GPM HP GPM HP GPM HP GPM HP GPM HP
2400 80 1.9 65 1.8 26 1.3
3600 105 5.3 105 5.3 92 5 50 3.7
4200 120 7.9 115 7.7 98 7.1 56 5.3
5000 140 12.6 138 12.6 130 12.2 118 11.6 88 9.9 45 7.2
5500 140 14.9 138 14.9 135 15.2 130 15.2 118 14.4 90 12.5 60 9.8
6000 140 17.1 140 17.5 140 18 135 18.2 130 18.8 125 18.2 100 16.3 80 13.5

Ref. Part Qty.
No. No.

Description
Req'd.

1 2406-0007 Drain Plug 4
2 0150-9000C Pump Casing (Models 9201C and 9203C) 1
2 0150-9200C Pump Casing (Models 9200C and 9202C) 1
3 2253-0002 Impeller Nut 1
4 0401-9100P Impeller (Nylon) (std.) 1
5 1720-0083 O-Ring 1
6 2120-0009 Mechanical Seal (Standard Viton) 1
7 1830-0040 Seal Retainer 1
8 1410-0056 Slinger Ring 1
9 0750-9200C Mounting Flange 1

10 6031-0252 Nameplate (Specify Model Number) 1
11 2210-0020 Bolt 4
12 2000-0010 Ball Bearing 2
13 1610-0015 Key 1
14 0501-9200 Pump Shaft 1
15 1610-0004 Key 1
16 1820-0013 Bearing Retainer 1
17 1700-0100 Gasket 1
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Includes Models:  9202C, 9203C and 9203C-R

· Pedestal mount, direct drive

· Max. flow:  103-140 GPM

· Max. pressure:  170 PSI

· Max. speed:  6000 RPM

· Shaft:  5/8" solid

· Port sizes: 9202C, 1 1/4" NPT inlet; 1" NPT outlet
9203C, 1 1/2" NPT inlet; 1 1/4" NPT outlet

· Max. fluid temperature:  140ë F

· Housing:  cast iron

· Impeller:  glass-filled nylon

· Pump shaft rotation:  CCW*  (CW on 9203C-R)

· Shaft seals:  Viton standard

* CCW (counterclockwise) and CW (clockwise) 
is determined when looking at the shaft end.

P A R T S  L I S T  -  9 2 0 0  S E R I E S

Model 9203C
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Model Pump Engine

A9203-8 9203C 8 HP Honda
A9203-11 9203C 11 HP Honda
A9203SP-11  9203C-SP 11 HP Honda

HYPRO A9203SP-11 PUMP PACK SELF-PRIMING CENTRIFUGAL

B E L T  D R I V E N  C E N T R I F U G A L  P U M P S

9400 Series
Hypro's high performance belt drive centrifugals are
ideal for most types of turf and agricultural spraying
where the power source is a power take off (PTO).
Available in a wide variety of shaft styles.  For almost
any PTO application.

Centrifugal pump packs include Hypro high pressure
centrifugal pumps powered by Honda engines.
Pumps are belt driven for higher speeds and higher
pressure. Stainless steel base and belt guard for long
life.

These are the most versatile centrifugal
pumps you'll ever use!  They offer outstand-
ing performance without the need for a
flooded suction inlet.  The pumps are ideal
for sprayers that require pump mounting
above the carrier tank.  High pressure capa-
bilities allows the pump to be used for both
tank filling and spraying.

· Operates without flooded suction.
· Prevents damage to the mechanical seal if 

the pump is run dry.
· Comprises valveless design.
· Delivers high pressure (over 100 PSI at 

5000 RPM from Model 9203C-SP).
· Includes secondary outlet port for easy 

priming.

Model
9203C-SP
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C L O S E  C O U P L E D  C E N T R I F U G A L  P U M P

Hypro Model 1538 pump assembles directly onto a
5 HP engine (must have standard threaded shaft) for a
versatile, compact pumping system.

· Fits 6.5 HP Honda engine with threaded shaft

#GX200TX2
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Original equipment on many turf and agricultural
sprayers.  These heavy-duty cast iron pumps are
well known for their ability to efficiently handle
the abrasive and corrosive chemical solutions and
wettable powders normally found in herbicides,
fungicides and pesticides.

Call for assistance in choosing the correct pump
for new applications or replacements.

Ace Pumps
Model FMCH

B A N J O  P O L Y P R O P Y L E N E  C E N T R I F U G A L  P U M P

· Self-priming.

· Corrosion resistant high strength polypropylene body.

· Lightweight.

· Low maintenance.

· Ideal for low pressure applications.

· 3 and 5 horsepower available with Briggs & Stratton and 
Honda engines.Model 200P-5

I P T  H I G H  P R E S S U R E  C E N T R I F U G A L  P U M P S

· High pressure (up to 88 PSI) centrifugal pump motor 
combustion for high volume fire fighting, watering and
washing applications.
Pump #2P5

· Built-in EPDM check valve for fast priming.

· Fits 6.5 HP Honda engine with threaded shaft.
#GX200TX2
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Memphis
Manufacturing

ECR-55

Hypro Pumps
Model 9205C

Hypro Pumps
Model 9303S-HMIC
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SERIES 4101-EH AND 4001-EH; 4101-E2H & 4001-E2H 12- VOLT DC, 4-ROLLER

H Y P R O  R O L L E R  P U M P S

SERIES 4000 - 4 ROLLER

Hypro roller pumps are designed for agricultural and
industrial spraying and transfer of a variety of fluids.
These include insecticides, herbicides, emulsives, liquid
fertilizers and many other non-abrasive liquids.  The
economical rotary-action roller principle requires no
valves while providing positive displacement character-
istics with less friction and lower starting torque than
other pumps.  Construction features include a cast-iron,
Ni-Resist or the new Silver-Cast# body and rotor, 416
stainless steel shaft, sealed factory-lubricated ball bear-
ings, cartridge-type lip seals of Viton, Buna-N or leather
and versatile Super Rollers.  (Super Rollers feature the
life of polypropylene and the chemical resistance of
nylon.)  Rotation for all models is counterclockwise for
easy tractor PTO drive, except models 4001 and 4101
which are clockwise.  Pumps are available in reverse
rotation.

Features:
· Housing is available in cast iron, Ni-Resist or 

silver series.
· Ni-Resist is a high nickel content alloy for bet-

ter corrosion resistance.
· Silver series has a custom alloy that provides 

the best corrosion resistance and is ªReady for 
Roundup$º.

· Self priming operation; roller pumps should not 
be run dry.

· Adaptable to PTOs or gas engines.
· Standard seals are viton, standard super rollers 

provide excellent chemical resistance.

Note:  Other Hypro Roller Pumps available
but not shown include 7700, 1500 and 1200.
Call for more information.

·Max. flow:  4001: 9 GPM at 1800 RPM
4101: 7 GPM at 2600 RPM

·Max. pressure:  150 PSI
·Max. speed: 4001: 1800 RPM

4101: 2600 RPM
·Standard Rotation - CW 
Rev. -CCW

·Shaft size:  5/8" solid
·Port size:  3/4 " NPT
Roller Kit 3430-0390

SERIES 7560 - 8 ROLLER
·Max. flow: 12 GPM at 540 RPM
22.5 GPM at 1000 RPM

·Max. pressure:  300 PSI
·Max. speed:  1000 RPM
·Standard Rotation - CCW 
Reverse -CW

·Shaft size:  15/16" solid
·Port size:  3/4 " NPT
Roller Kit 3430-0381

· Packaged unit includes a Hypro 4-roller pump, 12-
volt DC motor, locking collar and torque arm.

· Max. flow: 7.5 GPM for 4101-EH
5.9 GPM for 4101-E2H
10.4 GPM for 4001-EH
9.9 GPM for 4001-E2H

· Max. pressure:50 PSI continuous duty for 4101-EH
90 PSI continuous duty for 4101-E2H
30 PSI continuous duty for 4001-EH
50 PSI continuous duty for 4001-E2H

· Super Rollers and Viton seals standard
· Pump shaft:  1/2 " hollow

SERIES 6500 - 6 ROLLER
· Max. flow:  9.7 GPM at 540 

RPM 18.2 GPM at 1000 RPM
· Max. pressure:  300 PSI
· Max. speed:  1200 RPM
· Standard Rotation - CCW 

Reverse -CW
· Shaft size:  5/8 " solid
· Port size:  3/4 " NPT
Roller Kit 3430-0380

SERIES 1700 - 5 ROLLER
·Max. flow: 25 GPM at 540 RPM
45 GPM at 1000 RPM

·Max. pressure:  200 PSI
·Max. speed:  1000 RPM
·Shaft size:  15/16" solid
·Port size:  1 " NPT
·Standard rotation - CCW 
Reverse-CW 

Roller Kit 3430-0437

*CCW (counterclockwise) and CW (clock-
wise) are determined when looking at the

shaft end.

4101 NEH
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· Diaphragm pump is self priming and can be run dry without damage

· Built with high quality components. Polypropylene housing, viton check valves, santoprene 
diaphragms and stainless steel fasteners

· Not for high temperature or continuous duty. Do no t exceed 140 degrees F liquid temperature
or 180 degrees motor temperature

Model # Motor Output

5836-101C 12 Volt DC Medium

5850-101C 12 Volt DC High

5836-104C 115 Volt AC Medium

5850-104C 115 Volt AC High

· 1/2" NPT female ports for easy plumbing

· Choice of medium or high output demand 
pumps with 45 PSI pressure switch (Add an 
external pressure relief valve for precise pressure 
adjustment in spraying applications)

· Choice of 12 volt DC motor or 115 volt AC motor 
with cord and molded plug

7800 SERIES 5800 SERIES

PERFORMANCE

PSI GPM

5836 5850

10 3.6 5.3

20 3.1 4.5

30 2.8 4.1

40 2.6 3.8

Model # Motor Output

7812-301 12 Volt DC Demand

7812-311 12 Volt DC Bypass

7812-104 115 Volt AC Demand

7812-114 115 Volt AC Bypass

PERFORMANCE

PSI GPM

10 2.0

20 1.7

30 1.6

40 1.5

50 1.2

· 3/8" NPT female ports for easy plumbing

· Choice of demand pumps with 60 PSI pressure 
switch (Add an external pressure relief valve for 
precise pressure adjustment in spraying applica-
tions) or Bypass pump with internal pressure 
bypass (non-adjustable)

· Choice of 12 volt DC motor with integral on/off
switch and 2 pin molded wire connector or 115
volt AC motor with cord and molded plug
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2150P-D39DC AT 13.5 VOLT DC
PSI FLOW IN GPM AMP DRAW
0 8.3 16.0
20 7.6 17.5
40 6.7 22.1
60 6.1 26.4
80 5.7 30.5
100 5.4 34.5

Model 2150P-D39DC
Hypro's Versa-Twin series of pumps are ideal for transferring a variety of fluids in applications such as,
pest control and turf or tree spraying. Their PBT polyester pump bodies and heads provide excellent
chemical resistance and the lightweight construction is ideal for mobile applications.

· Port sizes: 3/4" NPT Flynut Ready 
Ports (2 Inlet, 2 Outlet)

· Body and Head material: 
Polyester (PBT)

· Diaphragms: 2, polyurethane

· Motor: 1/2 HP, 12V DC Leeson 
motor, Continuous Duty

· Weight: 37 lbs
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F L O J E T ! E L E C T R I C  D I A P H R A G M  P U M P

Flojet$ 2100 Series Diaphragm Demand and Bypass Pumps. With flow rates
from 0.5 to 2 GPM,  operating pressures to 60 PSI and a selection of
elastomer and plastic materials, the Flojet$ 2100 series is suited for a variety of
spraying applications.  Available with integral demand switch design for auto-
matic operation or with internal bypass to protect the pump and system from
excessive pressure available in DC and AC voltages.

Standard Voltage Diaphragm Check GPM Pressure External Notes
Models Material Valve Material Flow Rate Switch PSI Bypass

D2135-J7011 12 EPDM Viton .4-2.2 100 Yes High Pressure
D2125-F6011 12 Santo Viton .4-1.6 80 Yes Medium Pressure
D2132-V5011 12 Viton Viton .4-1.6 60 Yes Low Pressure

D3635-E7011 115 EPDM EPDM .4-2.0 100 Yes High Pressure
D3631-V5011 115 Viton Viton .4-1.6 60 Yes Low Pressure

The Duplex II series of pumps incorporate the best technology
and features developed by FLOJET. Duplex II is available in vari-
ous performance ranges, voltages and with a choice of elastomers,
making it easily adaptable to a diverse range of applications.

Stock Diaphragm Check Valve GPM Pressure Internal
Models Voltage Material Material Flow Rate Switch Bypass

02100-032 115 Santoprene Santo .9 - 1.8 40-60
02100-122 12 Viton Viton 1.4 - .2.1 40-60
02100-132 12 Santo Santo 1.4 - 2.1 40-60
02100-636 12 Santo Santo 1.4 - 2.1
02100-737 12 Santo Santo 1.4 - 2.1 45 Max

Flojet ! 4000 Series Quad Valve Pump

With flow rates from 3 to 5 GPM, operating pressures to 30 PSI and a selection of
elastomers, the Flojet$ 4000 series is ideal for many industrial transfer and lower pres-
sure applications.  Available with integral demand switch for automatic operation or
standard pump.  Ball bearing fan cooled motor, available in DC and AC voltages.

Straight Straight 90ë Elbow
Fitting EPDM O-Ring Viton O-Ring EPDM O-Ring

1/2" MIPT -000 -008
3/4" MGHT -007 -010

1/2" Hose Barb -002 -015 -009
5/8" Hose Barb -003
3/4" Hose Barb -006 -014

Interchangeable Port Fittings for Flojet ! 4000
#20381-___  (2 per bag)

Stock Diaphragm Check Valve GPM PSI Pressure Standard
Models Voltage Material Material Flow Rate Switch Ports

04100-143 12 Santoprene EPDM 3.5 - 5 3/4" Barb
04100-502 12 Santoprene Viton 3.5 - 5 3/4" Barb
04300-143 12 Santoprene EPDM 3.5 - 5 30-45 3/4" Barb
04300-500 12 Santoprene Viton 2.5 - 3.5 30-45 1/2" Barb
04300-501 115 Santoprene Viton 2.5 - 3.5 30-45 1/2" Barb

2100 SERIES

DUPLEX II SERIES

4000 SERIES


