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GREEN GARDE MODEL JD9-C - HIGH PRESSURE SPRAY GUN

Model JD9-C• - 38500
The JD9 heavy-duty spray gun can help make your
operation more effective and profitable.  Check these
advantages.

Adjustable
Quickly and easily adjusts from a fine mist to a long
distance pencil-like stream¼effective for virtually any
application.

Reliable
Ruggedly-built and precision machined¼Designed for
all-day use, day in and day out!

Easy and comfortable to use
Crafted for comfortable use all day long.  Trigger lock
for continuous spraying; drip-free shut-off.

Versatile
Wide choice of tips and nozzles, heavy-duty root feeder
attachment and accessory fittings that allow you to use
Hudson and Spraying Systems wands and nozzles.

Inlet
3/4" female garden hose thread (FGHT) or remove
adapter and use 1/2" female pipe thread (FNPT).

Model JD9-CT• - 38501
All the features of Model JD9-C but tapped for use with
a gauge to calibrate pressure settings.  More accurate
than figuring line loss from a pump gauge.

38500

38501

Flooding Nozzles (shower pattern)

38638 1/2 GPM

38637 1 GPM

38636 2 GPM

38634 2 GPM

38633 4 GPM

38635 5 GPM

Adjustable Nozzle Tips

38606 Extra Small .3-1 GPM

38605 Small 1-3 GPM

38604 Medium 2-5 GPM

38602 Large 3-8 GPM

38603 Extra Large 10-19 GPM

Both spray guns come with large
adjustable nozzle tip standard
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DWG. NO. PART NO. DESCRIPTION DWG. NO. PART NO. DESCRIPTION

1 38516 Cap 14 38532 Bolt
2 38602 Nozzle tip & retainer 15 38531 Trigger assembly
3 38517 O-ring 16 38522 Gland packing
4 38534 Adjuster nut (barrel) 17 38537 O-ring
5 38535 Screw 18 38536 Gland
6 38519 O-ring 19 38538 Nut (2)
7 38521 Back up ring 20 38529 Grip (38530 tapped for gauge)
8 38518 Whirler 21 38533 Stopper-clip
9 38524 Adjuster body 22 38541 Packing
10 38525 Teflon valve seat 23 38540 3/4" garden hose coupling
11 38528 Stainless steel valve 24 38543 Garden hose washer
12 38527 Valve spring
13 38539 Locking nut

GREEN GARDE MODEL JD9-C - HIGH PRESSURE SPRAY GUN

G R E E N  G A R D E  M O D E L  G E S - 5 0 5

Repair Kit 38511 includes 1 each of highlighted parts

38512 Tip adapter for Spraying Systems 
nozzles and extensions.

11740-B Swivel - 3/4" garden hose thread
JD9-GH Stainless steel gun holder
901-8F8M Swivel 1/2" pipe thread
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Left-handed
thread

Special Note:
When tightening the
two #38538 nuts at the
rear of the gun, allow a
little slack so that the
valve will seat properly,
completely shutting off
the flow.

A C C E S S O R I E S

For economy and satisfactory performance for
many applications, select the Green Garde
GES-505.  Accepts JD9-C nozzles and acces-
sories.  1/2" FNPT inlet.
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Operating

Model Pressure Made
No. (PSI) of Length

Range

43LA Up to 200 Brass
43HA 200 to 800 Brass

13"43LA-AL Up to 200 Alum.
43HA-AL 200-800 Alum.

Operating

Model Pressure Made
No. (PSI) of Length

Range

43L Up to 200 Brass
43H 200 to 800 Brass

22"43L-AL Up to 200 Alum.
43H-AL 200-800 Alum.

Operating Data - No. 43L and 43H GunJet! Series

Orifice Liquid Pressure in PSI
GunJet!

Disc 40 PSI 100 PSI 200 PSI 400 PSI 800 PSI
No.

No.
Performance Setting Setting Setting Setting Setting

A C A C A C A C A C

43L-2
Capacity - GPM .29 .30 .45 .47 .64 .66 .90 .94 1.3 1.3

43H-2
D2 Max. Vert. Throw - ft ± 22 ± 22 ± 23 ± 24 ± 26

Max. Horiz. Throw - ft 10 32 10 33 10 34 10 1¤2 35 11 35

43L-4
Capacity - GPM .60 .61 .92 .94 1.3 1.3 1.8 1.9 2.6 2.7

43H-4
D4 Max. Vert. Throw - ft ± 26 ± 27 ± 28 ± 30 ± 32

Max. Horiz. Throw - ft. 10 36 10 36 10 1¤2 37 11 39 11 40

43L-6
Capacity - GPM 1.2 1.3 1.9 2.0 2.7 2.9 3.8 4.1 5.3 5.8

43H-6
D6 Max. Vert. Throw - ft ± 31 1¤2 ± 33 ± 34 1¤2 ± 36 1¤2 ± 38

Max. Horiz. Throw - ft 10 44 10 45 10 1¤2 37 11 39 11 40

43L-8
Capacity - GPM 2.0 2.5 3.1 3.4 4.4 4.8 6.2 6.8 8.8 9.6

43H-8
D8 Max. Vert. Throw - ft ± 33 ± 35 1¤2 ± 38 ± 40 1¤2 ± 42

Max. Horiz. Throw - ft 10 45 10 46 10 1¤2 47 11 49 11 51

43L-10
Capacity - GPM 2.6 3.2 4.1 5.0 5.8 7.1 8.2 10 10.2 14.1

43H-10
D10 Max. Vert. Throw - ft ± 35 ± 37 1¤2 ± 40 ± 42 1¤2 ± 44 1¤2

Max. Horiz. Throw - ft 10 46 10 1¤2 49 11 50 11 1¤2 52 12 54

Type 43A - Short Barrel
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Type 43 - Long Barrel

No. 43L for operating pressures up to 200 PSI. Trigger handle control¼ALL MODELS
No. 43H for operating pressures up to 800 PSI. Have 1/2" NPT (F) inlet connections.

Quality designed and built for heavy duty service.  Stem extends
through extension to valve seat located directly behind orifice disc for
drip-free shutoff and instant operating response.  Convenient triggerlock
for continuous spraying.
As trigger is drawn back, valve moves from shutoff position to initial
wide angle spray to continuously narrower cone sprays to final straight
stream.  Knurled ring behind trigger is adjustable to stop trigger at any
desired position.

Hardened Stainless Steel
Type D Orifice Discs
Choice of five interchange-
able orifice disc capacities.
Other sizes on request.  Discs
are corrosion and erosion
resistant.

Hardened Stainless Steel
Type DX-HSS Spray Tips
For spraying trees and other
applications where maximum
spray throw is required.

Exposed packing nut
for easy adjustment
of packing.

Choice of materials
Brass or aluminum

Accessories
901-8F8M Inlet Swivel 1/2" MIPT by 1/2" FIPT
7029 Garden Hose Adapter 1/2" MIPT by 3/4" FGHT
11740-B Inlet Swivel 3/4" MGHT by 3/4" FGHT
43-GH Gun Holder Bracket

Maximum!
Horizontal Throw

SETTING ªAº
WIDE ANGLE CONE SPRAY

Maximum!
Horizontal Throw

SETTING ªCº
STRAIGHT STREAM SPRAY
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G U N J E T ! S P R A Y  G U N  -  M O D E L  # A A 4 3 H

PART NO.
ITEM

BRASS ALUMINUM
DESCRIPTION

1 CP1325 CP1325-AL Cap, Brass or Aluminum
2 D-** D-** Orifice Disc, Hardened Stainless Steel
3 CP4743-NY CP4743-NY Gasket, Nylon
4 CP10566 CP-10566-AL Nozzle Housing, Brass of Aluminum

5 10565-NY 10565-NY-AL
Seat Plug, Seat Plate, Washer & Core Assembly
Nylon Core & Vane With Brass Or Aluminum Seat Plug

6 CP10571-2-NY CP10571-3-NY Guide Vane, Nylon
7 CP45195-NYB CP 45196-NYB Gasket, Nylon (2 Req'd)
8 CP19238-416SS CP19238-416SS Stem, Type 416 Stainless Steel
9 CP6604 CP6604-AL Tubing, Brass or Aluminum
10 CP6492 CP6492-AL Inlet Body, Brass or Aluminum
11 CP6601-302SS CP6601-302SS Packing Washer, Type 302 Stainless Steel

12
CP6602-LEA CP6602-LEA Packing, Leather (3 Req'd), Standard
CP6602-TEF CP6602-TEF Packing, Teflon (3 Req'd), Optional

13 CP19237 CP19237 Packing Screw, Brass or Aluminum
14 CP6599 CP6599-IZP Locknut, Brass or Steel, Zinc Plated
15 CP9641-INP CP9641-INP Stem Nut, Steel, Nickel Plated
16 CP6595-SS CP6595-SS Trigger Stop Spring, Stainless Steel
17 CP7991-SS CP7991-SS Washer, Stainless Steel
18 CP-6597-INP CP6597-INP Trigger Guide, Steel, Nickel Plated
19 CP6591-SS CP6591-SS Spring Stud, Stainless Steel
20 CP6589-IZP CP6589-IZP Stop Adjustment Nut, Steel, Zinc Plated
21 CP6594-SS CP6594-SS Spring for Stop Adjustment Nut, Stainless Steel
22 CP6588-IZP CP6588-IZP Spring Screw, Steel, Zinc Plated
23 CP6592-302SS CP6592-302SS Spring Guide Washer, Type 302 Stainless Steel

24
CP6593-1-SS CP6593-1-SS Main Spring, Stainless Steel (for Model #43L-)
CP6593-2-SS CP6593-2-SS Main Spring, Stainless Steel (for Model #43H-)

25 CP14477-1-AL CP14477-1-AL Handle Body, Aluminum
26 CP7623-IZP CP7623-IZP Rivet, Steel, Zinc Plated (2 Req'd)
27 CP6509-INP CP6509-INP Trigger, Steel, Nickel Plated
28 CP6510-INP CP6510-INP Trigger Stop, Steel, Nickel Plated
29 CP11757-SS CP11757-SS Screw, Stainless Steel
30 CP13798-INP CP13798-INP Trigger Guard, Steel, Nickel Plated

GunJet! No. AA43L - Brass, Complete, For Pressures up to 200 PSI
GunJet! No. AA43L-AL - Aluminum, Complete For Pressures up to 200 PSI
GunJet! No. AA43H - Brass, Complete, For Pressures from 200 to 800 PSI
GunJet! No. AA43H-AL - Aluminum, Complete, For Pressures from 200 to 800 PSI
AB43-KIT Spare parts Kit (includes all items marked with *)
AB43-AL-KIT Spare parts Kit (includes all items marked with *)

5 6
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JOHN BEAN SPRAYERS -  MODEL  785  TREE GUN

Bean 785 Tree Spray Gun
Still the best gun to get maximum height
from your sprayer.  The model 785 gives you
positive on-off control plus twist of the wrist
pattern adjustment with capacity to 48 GPM
at 800 PSI.  Includes nozzle disc assortment.
#5253228  Tree Gun
#1282388  Tree Gun w/Stainless Steel Barrel

Pump Pump Hose Gun & Nozzle Approx Height To Obtain
GPM PSI Size Disc PSI Trees Spray Maximum Height

60 600-800# 3/4" 785 With 450- 65 to 110© Use 785 gun with 5254037
w/ 100© of Spec Kit 550 kit installed

50 Plastic Hose & #22 Disc

35 600# with 100© 3/4" 785 With Spec 450- 50 to 70© Use 785 gun with 5254037 kit
of Plastic Hose Kit & #16 Disc 550

35 600-700# 3/4" 785 & 450- 40 to 85©
25 with 200© Hose #14 600

20 400-500# with 5/8" 785 & 250- 35 to 50©
100© Hose #14 350

10 400# with 1/2" 785 & 300- 20 to 35©
100© Hose #7 350

Note:  Pressure & water volume are the factors that allow us to reach our target.  For water particle to carry they must have mass so there are lim-
its to the maximum pressure used to increase the throw or carry of a water stream.  In shade tree spraying, relatively large droplets are necessary
to keep outside wind from dissipating or spreading the water stream.  Hence, our recommendation of nozzle PSI.

Recommended Tips On Shade Tree Spraying

Remember: 1. Always use a large enough hose with nozzle disc to permit using as much of the pump capacity as possible.
2. Plastic hose has less friction loss than rubber.

Accessories:
11740-B 3/4" Garden Hose Swivel

3/4" MGHT by 3/4" FGHT

785-GH Gun Holder

5254037 High Volume Kit

BTBV-M34 Throttle Valve Kit

SHOP TALK



21

S
p

r
a

y
G

u
n

s
JOHN BEAN SPRAYERS - MODEL 785 TREE GUN - PARTS LIS T

Item Part
No. No. Description Qty
1 17236 Gasket . . . . . . . . . . . . . . . . 1
2 1234994 Nozzle cap . . . . . . . . . . . . . 1
3 15708 Disc #12 . . . . . . . . . . . . . . . 1
4 14812 Disc #8 . . . . . . . . . . . . . . . . 1
5 14813 Disc #10 . . . . . . . . . . . . . . . 1
6 15720 Disc #14 . . . . . . . . . . . . . . . 1
7 14195 Disc #16 . . . . . . . . . . . . . . . 1
8 14191 Disc #5 . . . . . . . . . . . . . . . . 1
9 15066 Disc #6 . . . . . . . . . . . . . . . . 1
10 14192 Disc #7 . . . . . . . . . . . . . . . . 1
11 15480 Valve whirl . . . . . . . . . . . . . 1
12 15528 Gasket . . . . . . . . . . . . . . . . 1
13 15477 Stream straightener . . . . . . . 1
14 1101336 Roll pin, 1/8 D x 9/16 . . . . . 1
15 15475 Valve stem (785A) . . . . . . . . 1
16 24967 Body. . . . . . . . . . . . . . . . . . 1
17 320183 O-ring, 1 5/16-18. . . . . . . . . 1
18 15621 Packing. . . . . . . . . . . . . . . . 1
19 24996 Nut, spray gun packing . . . . 1
20 27549 Cam nut . . . . . . . . . . . . . . . 1
21 Nut, nex 5/16-18 . . . . . . . . . 2
22 15479 Outer tube assembly (785A) 1
23 16591 Valve body . . . . . . . . . . . . . 1
24 24994 Gun barrel (785A) . . . . . . . . 1
25 5263341 Cam barrel . . . . . . . . . . . . . 1
26 24993 Collar . . . . . . . . . . . . . . . . . 1
27 1177890 Set screw, 10-32 x 3/16 . . . . 2
28 5253177 Grip and seat assembly

(contains items 29-30) . . . . . 1
30 15467 Valve seat, stainless steel . . . 1

Item Part
No. Description Qty
31 5253253    Trigger. . . . . . . . . . . . . . .  1
32 24988 Latch trigger . . . . . . . . . . . . 1
33 24992 Spring . . . . . . . . . . . . . . . . . 1
34 1101104 Roll pin, 1/4 D x 1 1/8 . . . . 2
35 20113 Stem . . . . . . . . . . . . . . . . . . 1
36 20115 Packing ring . . . . . . . . . . . . 2
37 20114 Gland valve rod . . . . . . . . . 1
38 20116 Bearing . . . . . . . . . . . . . . . . 1
39 1187040 Ball 13/16 . . . . . . . . . . . . . . 1
40 15468 Valve spring . . . . . . . . . . . . 1

1
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785 Repair Tool
Essential for proper installation of ball and seat in
your 785 spray gun.  Precision machined and zinc
plated for long life.  Includes instructions.
#785 Tool Kit  #1284078
Seat Extractor (3/8" NPT Tap)   (not shown)
#1284078-1

22

Item Part
No. No. Description Qty
41 320183 O-ring, 1 15/16 OD x 1/16. . 1
42 25011 Valve cap . . . . . . . . . . . . . . 1
43 1277491 Set screw, 1/2-20 x 3/4 . . . . 1
44 5253192 Bushing . . . . . . . . . . . . . . . 1
45 22679 Gasket . . . . . . . . . . . . . . . . 1

5251846 Repair parts kit Highlighted
Consists of: parts

High volume options
17481 Valve body . . . . . . . . . . 1
16554 Disc #18 . . . . . . . . . . . . 1
16555 Disc #22 . . . . . . . . . . . . 1
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For spot spraying, tree spraying, livestock spraying
and power washing at pressures from 30 to 800 PSI.

Maximum!

SETTING ªAº
WIDE ANGLE CONE SPRAY

Maximum!
Horizontal Throw

SETTING ªCº
STRAIGHT STREAM SPRAY

To operate spray gun, handle is rotated 360$ from shutoff to maximum flow position.  As handle is
turned, spray changes from initial cone spray through intermediate cone spray to straight stream.
Spray tips are interchangeable orifice discs made of corrosion and erosion resistant hardened stainless
steel.

GunJet! No. 2 ± Length 24". Weight 3 1/2
pounds, brass. 3/4" garden hose thread (F) inlet
connection.  Also available in aluminum as
GunJet% No. 2-AL, weight 1 1/4 pounds.

GunJet! No. 2A ± Length 15". Weight 2 1/2
pounds, brass.  3/4" garden hose thread (F) inlet
connection.  Also available in aluminum as
GunJet% No. 2A-AL, weight 1 pound.  Same
design as GunJet% No. 2.

GunJet! No. 12 ± Length 20".  Weight 1 3/4
pounds, brass.  3/4" garden hose thread (F) inlet
connection.

GunJet! No. 12A ± Length 16".  Weight 1 1/2
pounds, brass.  3/4" garden hose thread (F) inlet
connection.  Same design as GunJet% No. 12.

GunJet! No. 18-AL ± Length 20".  Weight 1
pound, aluminum.  1/4" NPT (F) inlet connection.

GunJet! No. 143-AL-GH ± Length 22 1/4".
Weight 1 1/4 pounds, aluminum.  3/4" garden
hose thread (F) inlet connection.  

Choice of Models and Capacities

#2

#12

#18-AL

84
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These guns offer long-range capability,
which makes them excellent for tree spray-
ing, fire fighting and de-icing.  The 3381-
0010 comes standard with a 3 mm spray tip;
the 3381-0011 comes standard with a 4 mm
spray tip.

For Models 3381-0010 and 3381-0011 Repair Kit No. 9 920-KIT10/11 is available consisting of:
(1) Poppet, (1) Seat and all of the necessary O-rings.

Turbine Spray Gun
#3381-0010 17" Barrel
Long Range Spray Gun
#3381-0011 21" Barrel
Maximum Pressure: 850 PSI

HYPRO ORIFICE PRESSURE IN PSI** 200 PSI 350 PSI 500 PSI 600 PSI 650 PSI 700 PSI 850 PSI
MODEL DIAMETER SETTING SETTING SETTING SETTING SETTING SETTING SETTING

NUMBER IN M.M. PERFORMANCE Cone Straight Cone Straight Cone Straight Cone Straight Cone Straight Cone Straight Cone Straight

3385-2300 2.3 Capacity in GPM 2.1 2.7 2.7 3.7 3.4 4.5 3.8 4.9 3.8 5 3.9 5.1 4.2 5.8
Max. Throw (ft.)* 11.4 29 12.9 33.9 14.8 37.9 16.6 41.5 17 41.7 17.7 42 19 45.7

3385-3000 3 Capacity in GPM 2.9 4.6 3.7 6.3 4.8 7.5 5.2 8.4 5.3 8.5 5.4 8.6 6 9.6
Max. Throw (ft.)* 11.7 29.2 12.9 33.9 13.8 36.2 15.6 40.8 16 40.7 16.2 42 17 44.1

3385-3500 3.5 Capacity in GPM 5.8 6 7.9 8.2 9.6 9.9 10.7 11.1 11 11.3 11.2 11.6 12.4 12.8
Max. Throw (ft.)* 13.6 36.2 19 41.2 22.6 45.3 25.5 50 25.5 51 27 51.5 28.8 54

3385-4000 4 Capacity in GPM 7 7.3 9.6 9.9 11.6 12 12.9 13.5 13.2 13.8 13.6 14.1 15 15.6
Max. Throw (ft.)* 15.1 37.7 20.6 42.8 24.3 47 27.2 53 27.2 54 28.5 55 29 59

3385-4500 4.5 Capacity in GPM 8.2 8.9 11.1 12 13.4 14.5 15 16.3 15.4 16.6 15.7 17 17.4 18.9
Max. Throw (ft.)* 18.1 39.2 22.2 44.3 26 50.1 30.6 54 30.6 56 31 57 31.5 62

3385-5000 5 Capacity in GPM 9.8 10.2 13.3 13.8 16 16.7 18 18.7 18.4 19.1 18.9 19.5 20.8 21.6
Max. Throw (ft.)* 19.6 40.7 23.8 47 27.5 53.3 32.3 59 32.3 61 32.8 62 32.8 67

3385-6000 6 Capacity in GPM 11.5 12.6 15.6 17.1 18.8 20.6 21 23.2 21.5 23.7 22 24.2 24.4 26.9
Max. Throw (ft.)* 21.1 43.7 25.3 54 30.7 60 35.6 66 35.6 67 36 68 36 74

3385-7000 7 Capacity in GPM 11.5 13.5 15.6 18.4 18.8 22.2 21 25 21.5 25.4 22 26 24.4 29
Max. Throw (ft.)* 21.1 46.8 25.3 57 30.7 63 37.4 70 37.4 71 38 72 38 77

*Figures shown are guidelines for vertical throw **Pressures based on relief valve settings at straight
throw.

Note: · Model Number 3385-3000 orifice is standard in the 3381-0010 gun.
· Model Number 3385-4000 orifice is standard in the 3381-0011 gun.
· Both guns shipped with 207P-8 adapter for a standard 1/2" FNPT Inlet connection.

207P-8 Metric adapter 1/2" female metric by 
1/2" NPT

901-8F8M Swivel 1/2" FNPT by 1/2" MNPT

A C C E S S O R I E S

85
1-800-247-4998



NOZZLES PART #

Nozzle, 1.5 GPM (Blue) 018104
Nozzle, 2 GPM (Yellow) 009510
Nozzle, 3 GPM (Green) 007668
Nozzle, 4 GPM (White) 007655

REPLACEMENT PARTS PART #
Internal Assembly 007642
Trigger 007694
Valve Seat and O-Ring 007309
Valve Seat Tools 007455

T U R F  G U N

Designed specifically for use in
the lawn care industry, the LESCO
Gun is made of tough, durable
nylon and features a replaceable
valve seat.  The internal assembly
is made of self-lubricating ªDelrinº
100.  This gun has been the indus-
try standard for years and is now
available with four different noz-
zles to fit your specific application
requirements.
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Shop Talk

O P T I O N A L  A C C E S S O R I E S

Features:
· Interchangeable nozzle tips are color-coded for easy iden-

tification of nozzle tip size.

·Nozzle tips provide a 45$ full cone ªshowerheadº spray
pattern.

·Convenient trigger lock for continuous spraying.

·Maximum operating pressure of 200 PSI.

·Made of Nylon with Viton o-rings and stainless steel
springs.

Model
Nozzle Nozzle Capacity (GPM) at Various Pressures*

Number
Tip Tip 2 4 6 8 10 15 20

Number Color PSI PSI PSI PSI PSI PSI PSI

25660-1.5 25670-1.5-NY Gray 1.4 1.9 2.3 2.6 2.9 3.4 4.0
25660-3.0 25670-3.0-NY Black 2.0 2.7 3.2 3.6 4.1 4.9 5.6
25660-4.0 25670-4.0-NY Red 2.3 3.1 3.7 4.3 4.7 5.6 6.4

Swivel NYB Adapter Extension Wand

Calibrating Lawn Care Spray Guns

1. Check flow rate by collecting material from the gun for 1 
minute.

2. Measure the time required to spray 1,000 square feet.

3. The time required to spray 1,000 square feet x flow rate = 
application rate in gallons per 1,000 feet.

4. Adjust application rates by changing pressure or application 
speed.

Example:1.5 gallons collected from gun for 1 minute
2 minutes required to spray 1,000 square feet
1.5 gallons x 2 minutes = 3.0 gallons per 1,000 square

feet application rate.

86
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Model SP18F
This is the same high quality gun found on our SPI
Professional Quality Backpack sprayer from SP sys-
tems (page 144) It is ideal as a replacement on back-
packs, hand sprayers or power sprayers.

Features:
· Trigger valve is solidly built with a 3/8" hose

barb inlet and a strainer inside the handle.
(04 Kit 18F)

· Heavyduty curved brass extension is 20"
long and accepts standard TeeJet nozzles
and strainers, as well as SP systems acces-
sories (page 145) and CF valves (page 146).
(04 Kit 22)

· Brass adjustable cone nozzle (04 Kit 25)

T R I G G E R J E T ! H E A V Y D U T Y  S P O T  G U N

Model 22670
The 22670 TriggerJet% spray gun kit combines the
22650 TriggerJet% spray gun with an extension wand
and the items listed in features.  Maximum pressure
rating is 150 PSI.

Model Number Extension Length Inlet Connection Tip Number

22670-PP-15-1¤4 15" 1¤4" (F) NPT 5500-PPB-X8
22670-PP-15-406 15" 3¤8" Hose Shank (Standard nozzle
22670-PP-24-1¤4 24" 1¤4" (F) NPT shipped with
22670-PP-24-406 24" 3¤8" Hose Shank TriggerJet! )

Features:
· 22650 TriggerJet% spray gun with choice of 

3/8" hose shank or a 1/4" NPT thread inlet 
connection.

· Trigger lock permits locking gun in an 
open position for continuous flow.

· 22665 extension wand with choice of 15" 
or 24" lengths.

· 8079-50-PP tip strainer.
· CP22673-PP 45$ and CP2264-PP straight 

adapters.
· Accepts all standard Spraying Systems Co. 

spray tips and tip strainers.

T R I G G E R J E T ! E C O N O M Y  S P O T  G U N

Model 50800
The 50800 TriggerJet% spray gun is a lighweight spray
gun designed for use with backpack, canister or other
low pressure sprayers. The TriggerJet is made of mold-
ed polypropylene for excellent chemical resistance
and durablity.

Model Number Description Inlet Connection Tip Number

50800-15-PP-406 15" Polypropylene Extension3¤8" Hose Barb Inlet38720-PPB-X18
50800-21-AL-406 21" Aluminum Extension3¤8" Hose Barb Inlet

50800-15-PP-406-X26 15" Polypropylene Extension3¤8" Hose Barb Inlet
50800-21-AL-406-X26 21" Aluminum Extension3¤8" Hose Barb Inlet

38720-PPB-X26

Features:
· Available with 15" polypropylene or 21" alu-

minum extension wand.
· Available with 38720 polypropylene PPB-

X18 or X26 adjustable ConeJet% tips with a
30Êoffset.

· Trigger lock permits locking gun in an open
position for continuous flow.

· Maximum operating pressure of 100 PSI.
· Polypropylene strainer located inside handle

to prevent tip clogging.
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50800-AL

50800-PP
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T R I G G E R  V A L V E S

4688 Trigger Valve with
trigger lock.  Max. flow rate 2
GPM, max. pressure 250 PSI.
1/4" NPT (F) inlet connec-
tion, 11/16"-16 (M) outlet
connection. Use with TeeJet%

and ConeJet% tips, adjustable
ConeJet% tips or MulteeJet%

tips. Brass, weight 5 ounces.

6104 Trigger Valve with
trigger lock.  Same as 4688
except with 1/4" NPT (F)
inlet and outlet connec-
tions.  Brass, weight 5
ounces.

Model 22650 The 22650
TriggerJet% spray gun is a
lightweight spray gun
designed for use with
backpack, canister or other
low pressure sprayers. The
TriggerJet% is made of
molded polypropylene for
excellent chemical resist-
ance and durability.

No. 31 for pressures up to
500 PSI, flow rates up to 5
GPM.  Comfortable palm fit-
ting gun.  For use with any
TeeJet% spray tip.  1/4" NPS
(M) inlet connection. Brass-
forged and nickel-plated steel
trigger.  Teflon valve seat and
packing, stainless steel valve
stem.  Weight 12 ounces.

6590 Trigger Valve same as
6104, less trigger lock, with
extra long trigger.  Weight 5
ounces.

6466 Trigger Valve same as
4688, less trigger lock, with
extra long trigger.  Weight 5
ounces.

T E E J E T! S H U T O F F  V A L V E S  A N D  S P R A Y  G U N S

Top-quality hand valves for use with spray nozzles, extensions and handles to suit

your application needs.  Hand valve assemblies may be made from parts shown on

the following page.  The ªtypical assemblyº shown above includes 4727 handle,

4688 valve, 6671-18 curved extension TeeJet% cap and flat spray tip.
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GunJet! #

23L

23L-7676-8

23L-7676-18

23L-7676-24

23L-7676-36

23L-7676-48

G U N J E T ! S P R A Y  G U N S

The 23L-7676 GunJet% spray gun (shown) is also available without
extension as GunJet% spray gun 23L. Flow rates up to 5 GPM.
Maximum operating pressure is 250 PSI.  Strong aluminum alloy
body.  When ordered with extension, the valve stem extends through
the entire extension length for drip-free shutoff immediately behind
the spray tip.  Accommodates all interchangeable TeeJet% spray tips.



TriggerJet % Extension 22665-PP is for use with
22650-PP TriggerJet% spray gun.  Maximum pressure
rating of 150 PSI.  Includes straight and 45$
adapters.  Available in 15" or 24" lengths

High Pressure Curved Extensions 9527 for pres-
sures to 1000 PSI.

Aluminum Extensions are available fabricated to
your specifications for unique applications.

Extension Type and No.
Net

Straight Curved Ext. Weight
with Fixed with Swivel with Fixed Length in oz.Body Body Body

7715-8 4673-8 6671-8 8" 3
7715-18 4673-18 6671-18 18" 4
7715-24 4673-24 6671-24 24" 5
7715-30 4673-30 6671-30 30" 5 1¤2
7715-36 4673-36 6671-36 36" 6 1¤4
7715-48 4673-48 6671-48 48" 7 1¤2

7715  Straight Brass Extension - 250 PSI
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V A L V E  H A N D L E S

E X T E N S I O N S  F O R  V A L V E S  &  S P R A Y  G U N S

Choice of Valve Handles ± for valves on previous pa ge. Outlet connections are 1/4" NPT (M) to fit
1/4" NPT (F) inlets of all valves shown.  Choice of types for every need.

4754 Sure Grip Handle
Brass, rubber-covered, 3/4" garden hose thread (F)
inlet connection.

4725 Handle
1/8" brass pipe with bushing.  Slip hose over pipe to
form handle.

4727 Sure Grip Handle
Brass, rubber-covered, 1/4" NPS (M) hose inlet con-
nection.

For Pressures up to 1000 PSI

Extension Extension Net Weight
Type  & No. Length in Ounce
9527-8 8" 5
9527-18 18" 10
9527-24 24" 12
9527-36 36" 17
9527-48 48" 22

22665

4673

7715

9527

6671

CPI
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4673  Curved Swivel Extension - 125 PSI

6671  Curved Brass Extensions - 125 PSI



Types 43LC-1/2 and 43HC-1/2 have 1/2" NPT (F)
outlet connections.  Type 43LC-3/4 and 43HC-3/4
have 3/4" NPT (F) outlet connections.  Inlet con-
nections are 1/2" NPT (F).
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WASH GUNS -  60

T R I G G E R  G U N S

Ideal for fabricating custom spray guns.  Make your own or let us design 
and manufacture the perfect spray tool for your job.

T R I G G E R  G U N S  -  2 3 H

1000 PSI
5 GPM 
200$F 

The 23H high pressure GunJet% features a
strong aluminum alloy handle with a com-
fortable trigger grip.  A trigger guard helps
prevent accidental discharge.  23H guns are
designed so that only the inlet body, tip
retainer and orifice tip touch the liquid
sprayed.

Model 23H GunJet% operates at pressures
from 250 to 1000 PSI (17 to 70 bar) and pro-

vide flow rates up to 5 GPM (19 l/min).
Liquid temperatures up to 200$F (93$C) can
be tolerated.  The 23H gun has a 1/4" NPS
(M) inlet connection.
23H GunJet% offers a nickel plated brass inlet
body and tip retainer, a Teflon valve seat
and a stainless steel stem with brass guide.

11/16"-16 THD outlet.  Use with UniJet%

spray tips.

GUNJET ! SPRAY GUNS

MAX
18

GPM

MAX
700
PSI

MAX
18

GPM

MAX
700
PSI

#23.208.84
Anodized aluminum trigger valve has 1/2" female inlet and
outlet ports.  UDOR trigger valve provides an excellent
means for fabricating custom spray guns.

#15.0003.13
Reinforced polypropylene trigger valve has 1/2" female inlet
and outlet ports.  Provides an excellent means for fabricat-
ing custom spray guns.

Type 43LC-1/2 & 43HC-1/2
and 43LC-3/4 and 43HC-3/4
GunJet% Spray Guns

Model 60 GunJet% operates at pressures up to 2500
PSI (175 bar) and provides flow rates up to 6 GPM
(23 l/min.).  Liquid temperatures up to 300$F
(150$C) can be handled.  The 60 gun has a 3/8º NPT
(F) inlet connection.

11/16"-16 THD outlet.  Use with UniJet% spray tips.

T R I G G E R  G U N S  -  3 0

1500 PSI
5 GPM 
200$F 

The Model 30 GunJet% is a heavy--duty
impact resistant spray gun with a sturdy
Nylon handle and trigger guard.  The 30
gun is a high pressure gun which
remains responsive and easy to operate
even at maximum flow and pressure
conditions. The light trigger pull pro-
vides positive control.  The heat resistant
handle remains comfortable even at high
temperatures. A special trigger lock fea-
ture locks in the ªoffº position to prevent
accidental discharge and retracts flush

into the handle when the gun is in use.  
The 30 gun has a 1/4" NPT (F) inlet con-
nection.

Model 30 spray guns feature a Buna-N
stem seal, a Teflon valve seat and a stain-
less shut off needle.  The valve body is
forged brass.

11/16"-16 THD outlet. Use with TeeJet%

spray tips or extensions.
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2500 PSI
6 GPM
300$F
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H I G H  P R E S S U R E  W A S H  G U N S  -  P W 4 0 0 0

P R E S S U R E  W A S H I N G  A C C E S S O R I E S
We stock a wide variety of TeeJet% nozzles in brass and stainless steel.  Please call for details.

#MG-24 24"
#MG-36 36"
#MG-48 48"

Single wire braid hose assembly.  3000 PSI
operating pressure, 3/8" I.D. with hose bend
restrictors.
Please specify length and fittings (rigid or
swivel).

Wands: Hoses:

4000 PSI
10 GPM
300$F

The Model PW4000 GunJet ! is a high
pressure spray gun that offers excep-
tional operator comfort and control,
even at maximum flow and pressure con-
ditions.

A bottom pivot trigger reduces operator
fatigue by making trigger pull easier.
The shutoff valve is located in the base
of the handle, concentrating heat away
from the operator's hand and slowing
heat build-up.

The PW4000 is easy to maintain because

the packing screw is easily accessed at
the base of the handle.  There is no
need to separate handle halves when
rebuilding the gun.  It operates at pres-
sures up to 4000 PSI (275 bar) and pro-
vides flow rates up to 10 GPM (38
l/min.).  Liquid temperatures up to
300$F (150$C) can be handled.  1/4" and
3/8" NPT inlet and outlet connections
are available.

Model PW4000 GunJet% features durable
polycarbonate handles.

1/4" Male NPT ends with insulated handgrip.

T H E R M O P L A S T I C  F O G  N O Z Z L E

B R A S S  R O L L O V E R  V A L V E

Adjustable from straight stream to fog.  For use
with water up to 100 PSI.

Brass Rollover Valve with Viton O-rings allow user
to switch between two nozzles with a simple twist.
Perfect for precise, low volume applications.

Rollover Gun Assembly #AA30-1/4ASSY
Rollover Valve Only #4990390

Size Thread Part No.

3/4" GHT FNB75GHT
1" IPT FNB100S
1" NST FNB100NST

1 1/2" IPT FNB150S
1 1/2" NST FNB150NST

See page 89 for available extensions.
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At the very top of our K91-SS rootfeeder is a heavy duty brass swiv-
el that rotates 360Ê degrees to lessen operator fatigue and the stress
on your spray hose.

The stainless steel handles are welded for strength and padded for
comfort.

The heavy duty brass trigger valve is easy to service and features a
balanced pressure design and a custom made, padded trigger to
ensure a short, light trigger pull.

The main body is also made of stainless steel with 2 step bars weld-
ed on for durability.

Our replaceable needle is one piece of schedule 80 stainless steel
pipe with a 1 1/2" solid stainless steel tip welded to one end. No
threads enter the ground and metering holes are on the side to help
prevent clogging. 2 or 4 hole available.

An adjustable stainless steel splash guard lets you set your depth for
safety and consistency.

#K91-SS Rootfeeder

Replacement Needles:
#K91-N2-13 2 Hole needle, 13" long
#K91-N4-13 4 Hole needle, 13" long

Features the same 1 piece stainless steel needle
as our top of the line model with a galvanized
body and 43HC shut-off gun.

#K18-SF

S T A I N L E S S  S T E E L  R O O T F E E D E R

ECONOMY ROOTFEEDER

92

1-800-247-4998

KINGSTON QUICK-OPENING
VALVE

Model 305B is a normally closed quick opening,
self closing valve of heavy brass construction.
Precision machined for positive seating.  Ports
are 1/2" FIPT and the valve has a maximum
working pressure of 400 PSI.

Valve and Handle Assembly #305B

Valve Only #305B-4-3

Repair Kit #305B-4-Kit

Valve Handle #K91-VH

Valve Handle Bracket #305A405

305B
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H O O D E D  S P R A Y  C A R T

Used for years by professional grounds keepers for spraying under less than ideal wind conditions, or
anytime when an even spray pattern with extra drift control is required.

Features include:

· Lightweight stainless steel tubular construction.
· Strong, non-corrosive stainless steel frame with 5© spray bar.
· Lightweight poly hood with window for checking pat tern of spray tips.  
· Head adjustable for height.
· Quality spray gun and liquid filled gauge.
· Plastic wheels don't corrode.  Low rolling resistance.
· Lightweight - 26 pounds.

Model K5LW60
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H E A V Y  D U T Y  R O O T F E E D E R
Heavy Duty Rootfeeder attachment will fit your
JD9-C or JD9-CT (page 78) spray gun. Rugged long
lasting design for pressure root feeding from 2 to
10 inches deep. Foot plate and hand bars are
adjustable. Replaceable tips thread into galvanized
steel body.

38919 Heavy-duty feeder; complete with 2-hole tip

38918 3-hole tip, only
38901 4-hole tip, only
38917 2-hole tip, only

S U R F A C E  R O O T  F E E D E R
The Green Garde% HD-8 surface root feeder attach-
ment is lightweight and easy to handle. This is the
perfect tool for light or worked up soils. The HD8
will fit your JD9-C or JD9-CT Spray Gun or order
#38502 JD9-GTB Trigger Valve.

38502
Trigger Valve

39919
Rootfeeder
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S W I V E L S  -  1 1 9 9 0

In-line swivel connectors are designed for use
with GunJet% spray guns.  They attach to the
inlet of spray guns to provide a smooth,
leakproof, 360$ swivel connection. Swivel con-
nectors prolong hose life by eliminating kink-
ing and they reduce operator fatigue as well.

Pressure
Connection Swivel Overall Ranges

Type Ordering Connection Length Up To Up To
No. Thread Sizes* `L'   800 PSI 1000 PSI

11990-7 1¤4" (F) NPT 1¤4" (F) NPT 2 1¤16" 4
FEMALE 11990-10 1¤4" (F) NPT 1¤4" (F) NPS 2" 4

X 11990-14 3¤8" (F) NPT 3¤8" (F) NPT 2" 4
FEMALE 11990-17 1¤2" (F) NPT 1¤2" (F) NPT 2 5¤16" 4

11990-20 3¤8" (F) NPT 1¤4" (F) NPS 1 3¤4" 4

MALE 11990-8 1¤4" (M) NPT 1¤4" (M) NPT 2 1¤4" 4
X 11990-13 1¤4" (M) NPT 1¤4" (M) NPS 2 1¤4" 4

MALE 11990-15 3¤8" (M) NPT 3¤8" (M) NPT 2 5¤16" 4
11990-18 1¤2" (M) NPT 1¤2" (M) NPT 2 3¤4" 4
11990-6 1¤4" (M) NPS 1¤4" (F) NPS 2 1¤16" 4

MALE
11990-9 1¤4" (M) NPT 1¤4" (F) NPT 2 3¤16" 4

X
11990-12 1¤4" (M) NPT 1¤4" (F) NPS 2 1¤8" 4

FEMALE
11990-16 3¤8" (M) NPT 3¤8" (F) NPT 2 1¤4" 4
11990-19 1¤2" (M) NPT 1¤2" (F) NPT 2 5¤8" 4
11990-21 3¤8" (M) NPT 1¤4" (F) NPS 2" 4

11990 Series swivels are constructed of brass and are
available with pipe thread or hose shank connections
in a variety of sizes.  They operate at pressures up to
1000 PSI (70 bar) and temperatures up to 180$F
(82$C).

Connections Pressure
Connection Swivel Overall For Ranges

Type Ordering Thread Shank Length Hose Up To
No. Size* Dia. ªLº I.D. 800 PSI

FEMALE 11990-60 1¤4" (F) NPS .281" 2 5¤8" 1¤4" 4X 11990-61 1¤4" (F) NPS .406" 2 3¤4" 3¤8" 4HOSE SHANK

MALE
11990-62 1¤4" (M) NPT .281" 2 5¤16" 1¤4" 4

X
11990-63 1¤4" (M) NPS 2 3¤8"

HOSE SHANK 11990-64 1¤4" (M) NPT .406" 2 15¤32" 3¤8" 411990-65 1¤4" (M) NPS 2 17¤32"

*(F) = Female Thread Conn. NPT = Tapered Pipe
Thread. (M) = Male Thread Conn.  NPS = Straight
Pipe Thread.

7029 ADAPTER SWIVEL CONNECTOR

4676 ADAPTER

BRASS QUICK COUPLERS

Type 7029 adapters provide a 3/4"
garden hose thread (F) inlet and a
1/2" NPT (M) outlet.  Construction is
of brass.

Type 4676 adapters convert
spray gun outlets from standard
11/16"-16 thread connections to
a choice of 1/8", 1/4", 3/8", 1/2",
or 3/4" NPT (F) outlet connec-
tions.

11740-B Swivel Connector -
Made with 3/4" garden hose thread
connections to fit all GunJet% spray
guns with similar size inlet connec-
tions.  Provides free-swiveling,
leak-proof connections at pres-
sures up to 800 PSI.

Adapter
Outlet Inlet

No.
Conn. Conn.

NPT (F) (F)

4676-1¤8 1¤8"
4676-1¤4 1¤4" 11¤16"-16
4676-3¤8 3¤8" UniJet!

4676-1¤2 1¤2" Thd.
4676-3¤4 3¤4"

See Fittings Section for additional adapters, couplers, etc.

Refer to page 132 for Quick Couplers.
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Straight Straight 45Ê 45Ê 90Ê
42 Series 23 Series 35 Series 37 Series          44 Series
M X F F X F M X F F X F M X F

1/4" 42-4-4 44-4-4
3/8" 23-6-6
1/2" 42-8-8 23-8-8 35-8-8 44-8-8
3/4" 42-12-12 23-12-12 35-12-12 37-12-12 44-12-12
1" 42-16-16 23-16-16 35-16-16 37-16-16 44-16-16

1/4" 3/8" 1/2" 1/2" 3/4" 3/4" 1"
FEM FEM FEM MALE FEM MALE FEM

Female Brass BST-2 BST-3 BST-4 BST-6 BST-6M BST-8
Coupler Stainless SST-3 SST-4 SST-6

Male Brass BST-N2 BST--N3 BST-N4 BST-N4M BST-N6 BST-N8
Nipple Stainless SST-N3 SST-N4 SST-N4M SST-N6 SST-N6M

s
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1/4" 3/8" 1/2"
60 Series
Female

BH2-60 BH3-60 BH4-60Coupler Shut-off
Male

BH2-61 BH3-61 BH4-61Nipple Shut-off

QUICK COUPLERS - BRASS AND STAINLESS STEEL
Open ± ST Series is ideal where maximum flow is required.  

Smooth open bore offers low pressure drop and is easy to clean.

Shutoff - 60 Series are ideal for quick discon-
nect of spray gun from hose.  Coupler & nipple
incorporate check valves to minimize fluid loss
when coupling is disconnected.

NPT

Coupler

NPT

H Y D R A U L I C  S W I V E L  A D A P T E R S

Swivel for installation only
- Not a ªliveº swivel.

Female
NPTCoupler

Brass and stainless steel couplers are compatible.
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Length


