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Pressure Loss in Hoses

EXAMPLE:
How much pressure will be lost in pumping 5 GPM through 300© of 1/2"
spray hose?

Draw a line from 5 GPM over to 1/2" and then down t o find the pressure
loss per foot.

.3 PSI/foot x 300 = 90 PSI

2 3 4 6 8 30 40 60 100
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GREEN GARDE - 600 PSI

GREEN GARDE - 800 PSI

The best hose available when you need higher
pressure, better chemical resistance and extra
toughness for greater durability. Bright neon yel-
low cover. Highly recommended for tree spray-
ing and pest control applications.

Hose I.D. Part # Roll Sizes
3/4" 800GG34 200, 300, 400
5/8" 800GG58 300, 400
1/2" 800GG12 200, 400, 600
3/8" 800GG38 300, 400

BLACK EPDM HOSE
EPDM construction with synthetic cord reinforce-
ment.  Resistant to most agricultural sprays.  Ideal
for booms, agitation/bypass and other low pres-
sure applications.

Hose I.D. Max Working PSI Item No.
3/8" 300 300EP38
1/2" 300 300EP12
3/4" 300 300EP34
1" 250 300EP10

1 1/4" 150 300EP114
1 1/2" 150 300EP112

REINFORCED VINYL HOSE

Lightweight, durable smooth covered hose is
perfect for electric pumps, low pressure spray-
ing, booms and much more.

Hose I.D. Max Working PSI Item No.
1/4" 200 200RV14
3/8" 200 200RV38
1/2" 200 200RV12
5/8" 200 200RV58
3/4" 150 200RV34
1" 125 200RV10

K U R I - T E C  -  6 0 0  P S I
SERIES K4131-All PVC construction with braid-
ed reinforcement and corrugated cover.
Excellent hose for lawn and ornamental spray-
ing. (not recommended for high pressure tree
spraying applications) Yellow color.

Hose I.D. Part # Rolls Sizes
1/2" 600YP12 300, 400
3/8" 600YP38 300, 400

K U R I - T E C  -  8 0 0  P S I
Series A1687 PVC/Polyurethane blended core
(black) with corrugated green PVC cover.
Excellent hose for lawn and ornamental spray-
ing. Suitable for tree spraying.

Hose I.D. Part # Rolls Sizes
3/4" 800GP34 300©
5/8" 800GP58 300©
1/2" 800GP12 300©, 400©

SERIES A1661-PVC/Polyurethane blended core
(black) with corrugated, yellow PVC cover.
Larger sizes for higher volume spraying.

Hose I.D. Part # Rolls Sizes
3/4" 600YP34 300©
5/8" 600YP58 300©

Hose I.D. Part # Roll Sizes
1/2" 600RP12 300, 400, 500
3/8" 600RP38 300, 400, 500

Top quality PVC spray hose. Heavy duty braided
reinforcement and a corrugated cover. High visibil-
ity orange color. This is our most popular hose
because of it's competitive price and excellent han-
dling characteristics.
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M I L L  H O S E

R E D  N Y A L L  H O S E

Nylon inner tube with neoprene outer cover.
Cord reinforced.  Excellent chemical resistance.

Hose I.D. Max Working PSI Item No.
3/8" 750 750RN38
1/2" 750 750RN12
3/4" 750 750RN34

CLEAR V INYL  TUBING
Transparent hose for sight gauges or similar use.
Smooth interior to cut down on sedimentation
and staining.

Hose I.D. Max Working PSI Item No.
1/4" 45 040CV14
3/8" 45 040CV38
1/2" 40 040CV12
5/8" 35 040CV58
3/4" 35 040CV34R E D  R U B B E R  H O S E

Synthetic rubber compounds, cord reinforced.
Flexible and durable suction or low pressure hose.
Ideal suction hose for lower volume pumps.

Hose I.D. Max Working PSI Item No.
3/4" 250 250RR34
1" 250 250RR10

P V C S U C T I O N  H O S E

Economical PVC suction hose can also be used
as a discharge hose for low pressure transfer
pumps.

Hose I.D. Max Working PSI Item No.
1" 85 80PS100

1 1/4" 85 80PS114
1 1/2" 70 80PS112

2" 55 80PS200

Collapsible cloth covered hose for transfer pumps
and filling stations.

Hose I.D. Max Working PSI Item No.
1 1/2" 125 100MH112

2" 125 100MH200

THERMOPLASTIC TUBING
For use with compression fittings.

Hose I.D. Max Working PSI Item No.
3/8" 125 38ODPOL
1/2" 125 12ODPOL

WIRE REINFORCED SUCTION HOSE
EPDM tube and cover with single wire reinforce-
ment.  Our best and most durable suction hose.

Hose I.D. Max Working PSI Item No.
1" 150 150W110

1 1/4" 150 150W114
1 1/2" 150 150W112

2" 150 150W200
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S A E 1 0 0 R 1
High pressure hydraulic hose with one wire braid
for greater flexibility and lighter weight.  Use wi th
hydraulic crimp-on fittings for high pressure
connecting hose or spraying hose.  Also has flame
resistant rating for low volume fire control.

Hose I.D. Max Working PSI Item No.
3/8" 2250 100R138
1/2" 2000 100R112
3/4" 1250 100R134
1" 1000 100R110



H O S E  C U T T E R S

Cuts hose and
tubing up to 2"
O.D.  Stainless
steel blade.

Part No.  LHC95Part No.  HTK-1
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BAND CLAMP TOOLSB A N D  C L A M P S

K SERIES-The Universal Preformed Clamp can be
center punched or rolled over.  For use with 
center punch or roll over tools described below.
ªFast-Lokº Tools: F40, F100, F38
Super Strap Tools: 51960 screw action with
51970 adapter.

F40 Hand held tool for 3/8" and 5/8" band 
clamps.

F100 Heavy-duty hand held tool for 5/8" band 
clamps.  (Order F229 adapter for use with

3/8" clamps.)

51960 Heavy-duty screw action bench tool for 
application of 3/8" and 5/8" clamps.
(Shown with 51970 preformed clamp adapter.)

I.D. Stainless Steel
Size Part No.

3/8" Wide
13/16" KS3
1 3/8" KS311

5/8" Wide
1" KS4

1 1/2" KS6
1 3/4" KS7
2 1/2" KS10

F38 Small hand held tool has two ends to install
3/8" or 5/8" clamps without an adapter.  
Popular choice for the tool box or shop.

HOSE REPAIR TOOL KIT

Be prepared to make repairs in the field or at
your shop. Steel tool box loaded with fittings,
band clamps and the tools you need to install
band clamps and fittings on PVC spray hoses.
Contents can be customized to suit your needs.
Instructions included.
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D O U B L E  E A R  C L A M P S

When ordering Double Ear Clamps, select nominal clamp size nearest to, but always larger than O.D. of
material to be clamped after insert has been fitted.

H O S E  B E N D  R E S T R I C T O R S

Helps prevent weakening of hose at critical bend
points behind fittings. Order large enough to slip over
hose O.D.

Nominal Inches Part
Size Closed Open No.

7/16" .354 .433 0911
1/2" .433 .512 1113
9/16" .512 .591 1315
5/8" .591 .708 1518
3/4" .669 .787 1720
7/8" .787 .905 2023
1" .905 1.063 2327

Hose O.D. Hose I.D. Item No.
3/4" 3/8" HBR1054
7/8" 1/2" HBR1052
1" 5/8" HBR1053

Shop Talk
When installing two hose clamps on extra long shank fittings, rotate second clamp 180ë so buckles
are not lined up and leave at least 1/4" between the bands of the two clamps.
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MINIATURE GEAR CLAMPS

G E A R  C L A M P S

All Stainless Steel - SAE 300 Series
Combination 5/16" hex and slotted head.  1/2"
band width.

From: To: Part #

7/16" 25/32" HSS6
1/2" 29/32" HSS8
9/16" 1 1/16" HSS10
11/16" 1 1/4" HSS12
13/16" 1 1/2" HSS16
13/16" 1 3/4" HSS20
1 1/16" 2" HSS24
1 5/16" 2 1/4" HSS28
1 9/16" 2 1/2" HSS32
1 13/16" 2 3/4" HSS36
2 1/16" 3" HSS40

DIAM. RANGE

All Stainless Steel Combination 1/4" hex and
slotted head.  5/16" band width.

From: To: Part #

7/32" 5/8" MAH4
7/16" 25/32" MAH6
1/2" 29/32" MAH8
9/16" 1 1/16" MAH10
11/16" 1 1/4" MAH12
15/16" 1 1/2" MAH16

DIAM. RANGE
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Hannay's strong, lightweight compact reels designed for long
lengths of hose in manual and power rewind applications.
Their compact size and many options make these reels
exceptionally versatile and able to meet special requirements.

Rewind:
Manual±A direct crank is permanently attached to the reel
axle on Series 1500.

Power±A chain and sprocket drive is powered by electric,
hydraulic or compressed air motor.  An auxiliary crank is not
supplied on power rewind models but is available at extra
cost when specified.

Brakes & Locks:
Reels with direct crank rewind only are supplied with an
adjustable spring tension brake and a spring actuated pin
lock is standard.

Inlet:
Series 1500-standard inlet is 90ë ball bearing swivel joint with
1/2" female NPT threads.

Outlet:
Series 1500-standard outlet is 1/2" female NPT threads.

Other sizes and/or threads can be furnished and must be
specified.

Standard inlet, outlet riser and hub assembly are steel.  These
components can be supplied in stainless steel, at extra cost,
to meet special product handling requirements.

Operating Pressures & Temperatures:
Series 1500-these operate at pressures to 3000 PSI and han-
dle product temperatures from +20ëF to +400ëF .

Reels to operate at other pressures and temperatures can be
furnished at extra cost.

1500 SERIES - MANUAL OR POWER REWIND REELS

To handle 3/8", 1/2" and 5/8" I.D. hose.

Manual Rewind

Electric Rewind

Series 1500 Applications
Lawn Care · Pest Control

Pressure Washing · Agriculture
Steam Cleaning · Fire Protection

Dimensions and
Capacities

BE SURE TO CHECK
DIMENSIONS PRIOR TO

ORDERING.

Hose Capacity of Reel Model Reel Dimensions
feet Number Inches

I.D. (IN.) 3/8" 1/2" 5/8" Add Prefix ªEº

O.D. (IN.) 3/4" 7/8" 1" For 12 Volt A B C E E F F X

Rewind CRANK ELEC. CRANK ELEC.

150 100 75 1514-17-18 11 6 6 16.5 19 19 16.5 9.5

300 200 150 1520-17-18 17 12 6 16.5 19 25 22.5 15.5

450 325 225 1526-17-18 23 18 6 16.5 19 31 28.5 21.5

550 400 300 1530-17-18 27 22 6 16.5 19 35 32.5 25.5

500 375 1536-17-18 33 28 6 16.5 19 41 38.5 31.5

70

1-800-247-4998



H
o

s
e

&
R

e
e

l s

FH-3 ROLLER & SPOOL
ASSEMBLY

Stainless steel rollers and cast alloy brackets for use
on the reel, cabinet door openings, truck platforms
and similar locations where sharp edges may cut or
damage hose/cable.

Speeds handling and reduces hose wear.  Buffed
stainless steel rollers resist corrosion, pitting and
abrasion.  Polished chrome-plated spools and
blocks add lasting beauty to your equipment.
Delrin bearing surfaces assure quiet operation
and minimum wear.
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UTILITY HOSE ROLLERS

A positive, spring activated pin lock to prevent
free wheeling or recoil from pressure surges.
Standard on manual reels. Optional on power
rewind reels.

PL-1 PIN LOCK

1 5 0 0  S E R I E S  O P T I O N S

Stainless steel construction is ideal for harsh
chemicals or corrosive environments. Extends the
life of the reel and keeps it looking great.

Stainless steel base frame is an economical
upgrade that will prolong the life of the reel.
Smart choice for reels mounted on flat dock sur-
faces where puddles can form.

Part No.  9965.0030 Keep those expensive spray guns safe and secure.

Part #
JD9-GH ± Fits Green Garde JD9
785-GH ± Fits John Bean 785
43-GH ± Fits TeeJet 43

GUN HOLDERS
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Hose Capacity of Reel Model
Feet Number

I.D. (IN.) 5/8" 3/4"
Add Prefix ªEº

O.D. (IN.) 1" 1 9/32"
For 12 Volt

Rewind

75 40 *1814-17-18

150 90 *1820-17-18

225 150 *1826-17-18

300 180 *1830-17-18

375 230 *1836-17-18

1800 SERIES - MANUAL OR POWER REWIND REELS

The 1800 Series hose reels have the same great
features as the 1500 Series except they offer a 1"

inlet and 3/4" outlet that allows them to handle
the larger 5/8" and 3/4" hose without restricting
flows.  Maximum 1000 PSI.

Series 1800 (Manual Rewind)

Series 1800 (Electric Rewind)

Rewind:
Manual±A direct crank rewind is permanently attached to the
reel axle on Series 1800.

Power±A chain and sprocket drive is powered by electric,
hydraulic or compressed air motor.  An auxiliary crank is not
supplied on power rewind models but is available at extra
cost when specified.

Brakes & Locks:
Reels with direct crank rewind only are supplied with an
adjustable spring tension brake and a spring actuated pin lock
is standard.

Inlet:
Series 1800-Standard inlet is 90! ball bearing swivel joint with
1" female NPT threads.

Outlet:
Series 1800-Standard outlet is 3/4" female NPT threads.

Other sizes and/or threads can be furnished and must be
specified.

Standard inlet, outlet riser and hub assembly are steel.  These
components can be supplied in stainless steel, at extra cost,
to meet special product handling requirements.

Operating Pressures & Temperatures:
Series 1800-These operate at pressures to 1000 PSI and handle
product temperatures from -20!F to +185!F.

Reels to operate at other pressures and temperatures can be
furnished at extra cost.

To handle 5/8" or 3/4" I.D. hose.

72

1-800-247-4998



sl
e

e
R

&
e

s
o

H

74

1-800-247-4998

SUPER SWIVEL

No. Description Part Number Qty.
1 Drum, 6" Alum. (Specify Model) 9905.7112 1
2 Front Disc 16 1/2" Diameter 9903.0516 1
3 Back Disc 16 1/2" Diameter 9903.0516 1
4 Frame Assembly (Specify Model) 1
5 Motor Plate 9923.0006 1
11 Hub Assembly w/ Riser (Specify Model) 9901.0610 1
16 3/8" Carriage Bolts w/ Nuts (Specify Model) 4
18 Back Bearing, Complete 9902.1200 1
19 Back Bearing Insert Only (Not Shown) 9902.1300 1
20 Front Bearing, Complete 9902.1200 1
21 Front Bearing Insert Only 9902.1300 1

29A Plastic Handle for Crank 9914.0505 1
29A-1 Bolt & Nut for Handle 9914.0511 1
29B Series 1500 Hand Crank, Complete (Opt.) 9914.0021 1
29C 1/2" Pipe Cap 9965.0013 1
35 Disc Sprocket, 112T35 9910.1321 1
36 Chain, #35 9912.0028 1
38 Motor Sprocket, 112T35 9910.1119 1
41 Motor, 12V. Nonexplosion-Proof 9915.0042 1
42 Swivel Joint 9927.8551 1

43A Optional Stainless Steel Swivel Joint (1000 PSI) 9927.9524 1
68 Tension Spring 9965.0001 1
85 Tension Adjustment Assembly 9965.0003 1
131 Chain Guard 9957.0030 1

R E P A I R  P A R T S

ACCESSORIES AND REPAIR PARTS

This high quality swivel is
standard equipment on
new Hannay hose reels.
Features heavy-duty steel
construction, greasable
ball bearings and AFLAS
seals for extended service
and chemical resistance.

#9927.8551 1/2" (1500 series)
#9929.8551 1" (1800 & 6000)

Keep your hose reel in top shape with gen-
uine Hannay accessories and repair parts.

Shop Talk
When installing hose on a reel, twist the hose
counterclockwise a few turns so that hose is not
twisted when fitting is tight.

Shop Talk
Always use a flexible hose to supply flow to
your hose reel.  Rigid pipe, heavy fittings or
sharply bent hose will put stress on the hose
reel swivel and lead to premature failure.

1500 Series Reel

Please call or check our
website for parts info on
other Hannay Hose Reels
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12-Volt Hose Reel Wiring Diagram

Troubleshooting Guide
1. Check fuse or circuit breaker - Reset or replace as needed.
2. Check ground - Loose or corroded ground connections are the most common source of failure.
3. Check switch - Test light on small post of solenoid should go on with switch.
4. Check solenoid - Test light on motor lead at solenoid should go on with switch.
5. Check motor - Replace as needed.

#9917.0004

#9917.0025

Reel Rotation can be reversed by
switching motor leads.

Minnesota Wanner
Company 

recommends using genuine
Hannay parts for motor,

switch and solenoid.

12-volt Fuse or Circuit Breaker Requirements
· 1500 & 1800 Series (1/3 HP motor) - 40 AMP

· 6000 Series (1/2 HP motor) - 50 AMP

1 2  V O L T  H O S E  R E E L  W I R I N G  A C C E S S O R I E S

WB4-0 4 Gauge cable, black

46027 Maxi Fuse Holder
46028 Maxi Fuse Cover

Maxi Fuse Blade Type Fuses
46242 40 Amp 46244 60 Amp
46243 50 Amp

Power cord assemblies are available. They include fuse,
holder and cover, 4-gauge cable (please specify length)
and terminals.
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R M  S E R I E S  H O S E  R E E L S

New Hannay Reels
Remote Controlled
Power Rewind Reels
To handle 3/8" or 1/2" I.D. hose
New Features

n Heavy-duty 12V DC 1/3 HP Electric Powered
Reel

n Also available with 115V AC motor 
(Must specify when ordering)

n Bi-directional remote control (Power In,
Power Out) with over 2,000 ft. range

n Variable Speed Control allows user to choose
comfortable unwind/rewind speed

n Weather and impact resistant

n Rechargeable remote control with low battery 
light 

n All rewind, unwind, and speed control 
functions are controllable from either RM-12 
or base station

n Optional Emergency Stop Control button 
allows engine/pump to be turned off remotely

n Fully adjustable brake prevents hose 
movement during transit

n Standard inlet is 90ûball bearing swivel joint 
with 1/2" female NPT treads

n Standard outlet is 1/2" Female NPT

n Standard pressures to 3,000 PSI

n Temps from +20û F to +400ûF 

n Choice of white or silver paint finish

Model Hose Capacity of Reel Approx. Weight Reel Dimensi ons
Number feet lb. inches

I.D. (in) 3/8" 1/2" Net Ship A B C D E F G H X Y
RME-6014-28-29-8 300 150 130 160 10.5 5.5 8 27 26.75 16.5 28.25 14.88 5.75 23.25
RME-6014-33-34 500 300 137 167 10.5 5.5 10.5 31.5 31.75 16.5 33.63 17.75 5.75 27.75

*Economical RM-12 Mini Remote optionally available (rewind function 
located on remote - all other function controlled from base unit)

State-of-the-Art Features:

4 All functions are performed with state-of-the-art,
military grade, environmentally sealed electronics

4 The Hannay RM motor controllers have no electro-
mechanical components that can break (relays, sole-
noids, circuit breakers)

4 Over current, over temperature, and under voltage
protection are all built into the electronics to ensure
controller longevity

4 Automatic remote shut-off after 30 minutes

4 Proprietary software and controls to eliminate
wireless interference

4 Speed control settings are adjustable while reel is
operational and the controller remembers last setting
even when powered off
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