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Hannay's strong, lightweight compact reels designed for long
lengths of hose in manual and power rewind applications.
Their compact size and many options make these reels
exceptionally versatile and able to meet special requirements.

Rewind:
Manual±A direct crank is permanently attached to the reel
axle on Series 1500.

Power±A chain and sprocket drive is powered by electric,
hydraulic or compressed air motor.  An auxiliary crank is not
supplied on power rewind models but is available at extra
cost when specified.

Brakes & Locks:
Reels with direct crank rewind only are supplied with an
adjustable spring tension brake and a spring actuated pin
lock is standard.

Inlet:
Series 1500-standard inlet is 90ë ball bearing swivel joint with
1/2" female NPT threads.

Outlet:
Series 1500-standard outlet is 1/2" female NPT threads.

Other sizes and/or threads can be furnished and must be
specified.

Standard inlet, outlet riser and hub assembly are steel.  These
components can be supplied in stainless steel, at extra cost,
to meet special product handling requirements.

Operating Pressures & Temperatures:
Series 1500-these operate at pressures to 3000 PSI and han-
dle product temperatures from +20ëF to +400ëF .

Reels to operate at other pressures and temperatures can be
furnished at extra cost.

1500 SERIES - MANUAL OR POWER REWIND REELS

To handle 3/8", 1/2" and 5/8" I.D. hose.

Manual Rewind

Electric Rewind

Series 1500 Applications
Lawn Care · Pest Control

Pressure Washing · Agriculture
Steam Cleaning · Fire Protection

Dimensions and
Capacities

BE SURE TO CHECK
DIMENSIONS PRIOR TO

ORDERING.

Hose Capacity of Reel Model Reel Dimensions
feet Number Inches

I.D. (IN.) 3/8" 1/2" 5/8" Add Prefix ªEº

O.D. (IN.) 3/4" 7/8" 1" For 12 Volt A B C E E F F X

Rewind CRANK ELEC. CRANK ELEC.

150 100 75 1514-17-18 11 6 6 16.5 19 19 16.5 9.5

300 200 150 1520-17-18 17 12 6 16.5 19 25 22.5 15.5

450 325 225 1526-17-18 23 18 6 16.5 19 31 28.5 21.5

550 400 300 1530-17-18 27 22 6 16.5 19 35 32.5 25.5

500 375 1536-17-18 33 28 6 16.5 19 41 38.5 31.5
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FH-3 ROLLER & SPOOL
ASSEMBLY

Stainless steel rollers and cast alloy brackets for use
on the reel, cabinet door openings, truck platforms
and similar locations where sharp edges may cut or
damage hose/cable.

Speeds handling and reduces hose wear.  Buffed
stainless steel rollers resist corrosion, pitting and
abrasion.  Polished chrome-plated spools and
blocks add lasting beauty to your equipment.
Delrin bearing surfaces assure quiet operation
and minimum wear.
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UTILITY HOSE ROLLERS

A positive, spring activated pin lock to prevent
free wheeling or recoil from pressure surges.
Standard on manual reels. Optional on power
rewind reels.

PL-1 PIN LOCK

1 5 0 0  S E R I E S  O P T I O N S

Stainless steel construction is ideal for harsh
chemicals or corrosive environments. Extends the
life of the reel and keeps it looking great.

Stainless steel base frame is an economical
upgrade that will prolong the life of the reel.
Smart choice for reels mounted on flat dock sur-
faces where puddles can form.

Part No.  9965.0030 Keep those expensive spray guns safe and secure.

Part #
JD9-GH ± Fits Green Garde JD9
785-GH ± Fits John Bean 785
43-GH ± Fits TeeJet 43

GUN HOLDERS
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Hose Capacity of Reel Model
Feet Number

I.D. (IN.) 5/8" 3/4"
Add Prefix ªEº

O.D. (IN.) 1" 1 9/32"
For 12 Volt

Rewind

75 40 *1814-17-18

150 90 *1820-17-18

225 150 *1826-17-18

300 180 *1830-17-18

375 230 *1836-17-18

1800 SERIES - MANUAL OR POWER REWIND REELS

The 1800 Series hose reels have the same great
features as the 1500 Series except they offer a 1"

inlet and 3/4" outlet that allows them to handle
the larger 5/8" and 3/4" hose without restricting
flows.  Maximum 1000 PSI.

Series 1800 (Manual Rewind)

Series 1800 (Electric Rewind)

Rewind:
Manual±A direct crank rewind is permanently attached to the
reel axle on Series 1800.

Power±A chain and sprocket drive is powered by electric,
hydraulic or compressed air motor.  An auxiliary crank is not
supplied on power rewind models but is available at extra
cost when specified.

Brakes & Locks:
Reels with direct crank rewind only are supplied with an
adjustable spring tension brake and a spring actuated pin lock
is standard.

Inlet:
Series 1800-Standard inlet is 90! ball bearing swivel joint with
1" female NPT threads.

Outlet:
Series 1800-Standard outlet is 3/4" female NPT threads.

Other sizes and/or threads can be furnished and must be
specified.

Standard inlet, outlet riser and hub assembly are steel.  These
components can be supplied in stainless steel, at extra cost,
to meet special product handling requirements.

Operating Pressures & Temperatures:
Series 1800-These operate at pressures to 1000 PSI and handle
product temperatures from -20!F to +185!F.

Reels to operate at other pressures and temperatures can be
furnished at extra cost.

To handle 5/8" or 3/4" I.D. hose.
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SUPER SWIVEL

No. Description Part Number Qty.
1 Drum, 6" Alum. (Specify Model) 9905.7112 1
2 Front Disc 16 1/2" Diameter 9903.0516 1
3 Back Disc 16 1/2" Diameter 9903.0516 1
4 Frame Assembly (Specify Model) 1
5 Motor Plate 9923.0006 1
11 Hub Assembly w/ Riser (Specify Model) 9901.0610 1
16 3/8" Carriage Bolts w/ Nuts (Specify Model) 4
18 Back Bearing, Complete 9902.1200 1
19 Back Bearing Insert Only (Not Shown) 9902.1300 1
20 Front Bearing, Complete 9902.1200 1
21 Front Bearing Insert Only 9902.1300 1

29A Plastic Handle for Crank 9914.0505 1
29A-1 Bolt & Nut for Handle 9914.0511 1
29B Series 1500 Hand Crank, Complete (Opt.) 9914.0021 1
29C 1/2" Pipe Cap 9965.0013 1
35 Disc Sprocket, 112T35 9910.1321 1
36 Chain, #35 9912.0028 1
38 Motor Sprocket, 112T35 9910.1119 1
41 Motor, 12V. Nonexplosion-Proof 9915.0042 1
42 Swivel Joint 9927.8551 1

43A Optional Stainless Steel Swivel Joint (1000 PSI) 9927.9524 1
68 Tension Spring 9965.0001 1
85 Tension Adjustment Assembly 9965.0003 1
131 Chain Guard 9957.0030 1

R E P A I R  P A R T S

ACCESSORIES AND REPAIR PARTS

This high quality swivel is
standard equipment on
new Hannay hose reels.
Features heavy-duty steel
construction, greasable
ball bearings and AFLAS
seals for extended service
and chemical resistance.

#9927.8551 1/2" (1500 series)
#9929.8551 1" (1800 & 6000)

Keep your hose reel in top shape with gen-
uine Hannay accessories and repair parts.

Shop Talk
When installing hose on a reel, twist the hose
counterclockwise a few turns so that hose is not
twisted when fitting is tight.

Shop Talk
Always use a flexible hose to supply flow to
your hose reel.  Rigid pipe, heavy fittings or
sharply bent hose will put stress on the hose
reel swivel and lead to premature failure.

1500 Series Reel

Please call or check our
website for parts info on
other Hannay Hose Reels
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12-Volt Hose Reel Wiring Diagram

Troubleshooting Guide
1. Check fuse or circuit breaker - Reset or replace as needed.
2. Check ground - Loose or corroded ground connections are the most common source of failure.
3. Check switch - Test light on small post of solenoid should go on with switch.
4. Check solenoid - Test light on motor lead at solenoid should go on with switch.
5. Check motor - Replace as needed.

#9917.0004

#9917.0025

Reel Rotation can be reversed by
switching motor leads.

Minnesota Wanner
Company 

recommends using genuine
Hannay parts for motor,

switch and solenoid.

12-volt Fuse or Circuit Breaker Requirements
· 1500 & 1800 Series (1/3 HP motor) - 40 AMP

· 6000 Series (1/2 HP motor) - 50 AMP

1 2  V O L T  H O S E  R E E L  W I R I N G  A C C E S S O R I E S

WB4-0 4 Gauge cable, black

46027 Maxi Fuse Holder
46028 Maxi Fuse Cover

Maxi Fuse Blade Type Fuses
46242 40 Amp 46244 60 Amp
46243 50 Amp

Power cord assemblies are available. They include fuse,
holder and cover, 4-gauge cable (please specify length)
and terminals.
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R M  S E R I E S  H O S E  R E E L S

New Hannay Reels
Remote Controlled
Power Rewind Reels
To handle 3/8" or 1/2" I.D. hose
New Features

n Heavy-duty 12V DC 1/3 HP Electric Powered
Reel

n Also available with 115V AC motor 
(Must specify when ordering)

n Bi-directional remote control (Power In,
Power Out) with over 2,000 ft. range

n Variable Speed Control allows user to choose
comfortable unwind/rewind speed

n Weather and impact resistant

n Rechargeable remote control with low battery 
light 

n All rewind, unwind, and speed control 
functions are controllable from either RM-12 
or base station

n Optional Emergency Stop Control button 
allows engine/pump to be turned off remotely

n Fully adjustable brake prevents hose 
movement during transit

n Standard inlet is 90ûball bearing swivel joint 
with 1/2" female NPT treads

n Standard outlet is 1/2" Female NPT

n Standard pressures to 3,000 PSI

n Temps from +20û F to +400ûF 

n Choice of white or silver paint finish

Model Hose Capacity of Reel Approx. Weight Reel Dimensi ons
Number feet lb. inches

I.D. (in) 3/8" 1/2" Net Ship A B C D E F G H X Y
RME-6014-28-29-8 300 150 130 160 10.5 5.5 8 27 26.75 16.5 28.25 14.88 5.75 23.25
RME-6014-33-34 500 300 137 167 10.5 5.5 10.5 31.5 31.75 16.5 33.63 17.75 5.75 27.75

*Economical RM-12 Mini Remote optionally available (rewind function 
located on remote - all other function controlled from base unit)

State-of-the-Art Features:

4 All functions are performed with state-of-the-art,
military grade, environmentally sealed electronics

4 The Hannay RM motor controllers have no electro-
mechanical components that can break (relays, sole-
noids, circuit breakers)

4 Over current, over temperature, and under voltage
protection are all built into the electronics to ensure
controller longevity

4 Automatic remote shut-off after 30 minutes

4 Proprietary software and controls to eliminate
wireless interference

4 Speed control settings are adjustable while reel is
operational and the controller remembers last setting
even when powered off
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