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S T A I N L E S S  S T E E L  T A N K S

Minnesota Wanner Company builds stainless
steel tanks for truck, skid and trailer mounted
sprayers. Tanks are made from heavy gauge
stainless steel and precision welded. Features
available include: sight gauges, multiple com-
partments, baffles, storage compartments and
mechanical agitation.

Call or write factory with your specific size and
gallonage requirements for a prompt quotation.

Multiple compartments and dry storage areas add versatility without
detracting from professional appearance.

All stainless steel, one piece sills and decking or sills only for direct chassis or flatbed mounting.
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M E C H A N I C A L  A G I T A T I O N  A S S E M B L Y

Replacement assemblies for Minnesota Wanner tanks and others using 3/4" shafts.
Stainless steel wetted parts and brass packing glands for long life.

SINGLE CAM MANHOLE 4  C A M  M A N H O L E

·  Full 16" opening.
·  All stainless steel construction.
·  Center mounted arm with single cam.

(16" Buna Rubber Gasket #1106-16)
·  Removeable 12" polyethylene inner lid.

#16MHASY

·  Full 16" opening.
·  Stainless steel wetted parts.
·  4 adjustable cam handles.
·  Mechanical vent.
·  Safety catch.

#LG2311

RB3400

REAR BEARING*
MA3460

LOCKING COLLAR

MA3450

REAR SHAFT

MA3470 PADDLE SET

LEFT OR RIGHT TWIST

PG3400 PACKING

GLAND (see inset)
MA3420

THRUST WASHER (2)

MA3410

FRONT SHAFT
MA3430

CROSS BOLT

MA3440

CENTER PIPE

PG3404 PACKING RING

6 REQUIRED

PG3403

JAM NUT

PG3401
GLAND BODY

PG3402

PACKING NUT

*Use RB3401 Delrin Rear Bearing for
internal bulkheads with bearing cup

welding in place.

RB3401 OPTIONAL

DELRIN BUSHING FOR

INTERNAL HEADS

NOT SHOWN:

MA 3480 DELRIN MIDDLE BEARING (for long tanks)
PG3410 PACKING GLAND WITH FRONT SHAFT

MA 3400 MECHANICAL AGITATION

MUST HAVE MATCHING NUMBER OF

LEFT AND RIGHT PADDLE SETS



Gallon Part Width Height Length Fill Outlet/Drain Steel
Capacity No. Opening Spec. Support

1035 40191 79" 53" 89" 16" 2" (3)-60325
1235 40239 65" 52" 128" 16" 2" (4)-60477
1635 40387 71" 57" 142" 16" 2" (4)-60586
2035 40618 84" 55" 142" 16" 2" (4)-62079
2635 40547 90" 71" 140" 16" 3"/2" (4)-60353
3135 40686 88" 88" 151" 16" 3"/2" (4)-62097

Gallon Part
Diameter Length

Fill Outlet/Drain Steel
Capacity No. Opening Specification Supports

35 45223 20" 29" 5" 3/4" (2)60520
55 41873 23" 33" 5" 3/4" (2)61745
65 45191 23" 43" 5" 3/4" (2)-61745
125 40298 32" 41" 8" 2" (2)-61744
225 40299 38" 49" 8" 2" (2)60478
325 40217 38" 68" 16" 2" (2)60478
425 42016 49" 60" 16" 2" (2)60057
525 40181 49" 71" 16" 2" (2)60057
1025 40089 49" 139" 16" 2" (4)60057

H O R I Z O N T A L  L E G  T A N K S

Molded in legs and recessed mounting bands make this tank very secure and easy to mount.  Perfect
for truck, trailer or skid mounting and available i n many sizes to fit your needs.

 
 
 

 Within UPS dimensional limits.

325 Gallon Horizontal Leg Tank

Steel Supports (sold separately)
Bands are custom fabricated to support
the tanks and are galvanized for added
corrosion protection.

E L L I P T I C A L  L E G  T A N K S  ( N O T  S H O W N )
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Gallon Premium Wgt
Diameter Height/Length

Fill Outlet/Drain
Capacity Part No. White Opening Specification

30 41799 23" 21" 5" 3/4
55 45193 23" 34" 5" 3/4

110 45053 30" 41" 8" 1/4 & 1 -1/4"
150 45117 32" 46" 8" 3/4 & 1 -1/4"
200 45059 32" 62" 8" 3/4 & 1 -1/4"
200 45061 38" 47" 8" 3/4 & 1 -1/4"
300 40135 38" 68" 8" 3/4 & 1 -1/4"
400 40137 42" 74" 8" 3/4 & 1 -1/4"
500 40274 48" 75" 8" 3/4 & 1 -1/4"

A P P L I C A T O R  T A N K S

 
 

 Within UPS dimensional limits.

All applicator tanks feature a lid which threads directly into the fill-well of the tank to prevent th e
sloshing or leaking of tank contents during transport or application.

110 Gallon Applicator
Tank, Base & Bands Sold
Separately

SHOP TALK

CAPACITY OF SQUARE TANK
L x W x H = Gallons

231

Example:
Tank is 4 feet wide, 4 feet long and 2 feet high:

48 x 48 x 24 =239 Gallons
231

CAPACITY OF ROUND TANK

D2 x L x .0034 = Gallons

Example:
Tank 4 feet in diameter, 6 feet long:

482 x 72 x .0034 = 564 Gallons
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Gallon Part
Diameter

Height/ Fill Outlet/Drain
Capacity No. Length Opening Specification

15 IN 0015-19 19" 21" 12" 2"
30 IN 0030-24 24" 26" 12" 2"

Gallon Premium Wgt
Width Height Length

Fill Stainless Steel 
Capacity Part No. White Opening Straps

50 40664 19" 20" 38" 8" 40664S-(2)

100 40668 30" 26" 38" 8" 40668S-(2)

150 40669 36" 26" 48" 8" 40669S-(2)

200 41413 36" 35" 48" 8" 62342S-(2)

300* 47258 36 1¤2" 35" 69" 16" 47258S-(3)

 

Gallon Part
Width Height/Length

Fill Outlet/Drain
Capacity No. Opening Specification

14 45115 14" 11"/31" 5" Ð
25 62080 18" 16"/36" 5" Ð
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S P O T  S P R A Y E R  T A N K S

 
 

 Within UPS dimensional limits.

The spot sprayers feature threaded inserts on the bottom of the tank for mounting purposes, on one
side for wand/gun placement and on the top for a 12 volt pump.

I N D U C T O R  T A N K S
The inductor tanks are suitable for mixing chemicals when filling a tank and are available in three
sizes.

 
 

 Within UPS dimensional limits.

15 Gallon Inductor Tank
Stand Sold Separately 14 & 25 Gallon Spot Sprayer

PCO Tank

P C O  T A N K S

A multi-purpose tank, the PCO is well suited for nursery, agricultural and lawn care applications.
These tanks feature self-supporting legs and do not require any saddles or steel supports.  Flat spots
are molded into both ends to provide mounting areas for agitation equipment.

 Within UPS dimensional limits.*300 PCO Tank has stainless steel baffle.
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Gallon Premium Wgt Top Width Bottom Width Overall Fill Outlet/Drain
Capacity Part No. White or Diameter or Diameter Height Opening Specification

210 40300 60"/51" 48"/39" 28" 8" 2"
325 40160 62" 49" 32" 8" 2"
425 40102 65" 49" 37" 8" 2"

Gallon Premium Wgt
Diameter Height

Fill Outlet
Part No. White Opening Specification

65 60213 23" 42" 8" 1 1/4"
165 40281 31" 55" 16" 2"
300 40213 36" 78" 16" 2"
500 40148 48" 72" 16" 2"
550 40023 67" 42" 16" 2"

1100 40070 87" 51" 16" 2"
1550 40235 87" 65" 16" 2"
2500 40051 95" 89" 16" 2"

Designed to fit full-size pickups, the 325 and 425 sizes have low profiles for better rear vision.  They
feature fill openings offset to the side of the tank for safety and easy access.
A tough circular design adds strength.  The 210 gallon tank fits both ªminiº and full-size models.

P I C K U P  T R U C K  T A N K S

V E R T I C A L  S T O R A G E  T A N K S

Vertical storage tanks are most frequently used
for bulk storage and nursing applications.
Vertical tanks feature tie-down slots, built-in
graduated gallonage indicators, an offset fill-well
and a self-vented, slosh-proof lid.  All vertical
tanks are equipped with an outlet fitting and
siphon tube.

From 65 to 12,000 gallons.

 

 Within UPS dimensional limits.
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Part No. W H L Lid
SP0006-2P 12" 8" 15" 2"
SP0006-5N 12" 8" 15" 5"
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S A F E T Y  W A T E R  T A N K

H Y P R O  J E T  A G I T A T O R  A N D  V O L U M E  B O O S T E R

#SP0005-RT 5 gallon polyethylene tank with
5" threaded lid makes an ideal
hand wash tank. Accessories list-
ed below.

#60401 3/4" Bulkhead fitting

#1600-5100 Flow Rite faucet, 3/4"

#SP5-T (low) Stainless steel mounting tray
secures your wash tank but is
easy to take off for rinsing and
filling

#SP5-TR(high) ± Shown ±

Increases effective output flow up to 4 times the input for thorough agitation.

SPACER RING
INLET

NOZZLE
OUTLET

Two models available:
Standard, 1/2" Inlet #3371-0000
High Volume, 3/4" Inlet #3371-0028
For agitation use, agitator must be rigidly installed to
mounting pipe.

Includes 3 interchangeable nozzles to permit maximum agitation with any system.

W A T E R  T A N K

6 gallon polyethylene tank
has convenient mounting
lugs molded in for easy
installation and two 1/2"
NPT fittings and 2" lid.
Wash hose and fittings can
be ordered separately.
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Tank with 5" lid does not include fittings. Use
bulkhead fittings as shown below.
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R E C T A N G U L A R  T A N K S

Small polyethylene tanks are available in a variety of shapes and sizes. The models
shown here have proven to be our most popular and functional tanks, but many more
are available. Please call for assistance in finding the perfect tank for your application.

GALLONS PART OVERALL TANK LENGTH WIDTH LID OUTLET SIZE NOTES
/TYPE NUMBER HEIGHT HEIGHT SIZE AND TYPE

SP0012-VM 24" 19" 16 1/2" 12" 5"

SP0012-RT 17" 12" 18" 14" 5"

SP0020-LC 17" 12" 28" 14" 5"

SP0026-RT 21" 16 1/2" 24" 17 1/2" 8"

SP0045-AS 23" 18" 37" 18" 5"

FM0015-14 14" 30" 14" 5"

12 gallon
loaf tank

3/4" FNPT
molded in
bottom

tapered bottom, also
available in 8 gallon

+ 19 gallon

12 gallon
rectangle

3/4" FNPT
bulkhead

sump in bottom
center

20 gallon
rectangle

3/4" FNPT
bulkhead

sump in bottom
center

26 gallon
rectangle

3/4" FNPT
molded 
in end

large raised
opening,

flat bottom

45 gallon
rectangle none flat bottom

15 gallon
leg tank

3/4" FNPT
bulkhead

sump in
bottom center

SP0012-VM SP0012-RT FM0015-14

SP0020-LC SP0026-RT SP0045-AS



Hole Size
Item Required in Part

Description Code Tank for Installation No.

3/4" Double threaded polypropylene fitting A 1 1/2" 60401
1" Double threaded polypropylene fitting A 2 1/4" 60427
1 1/4" Double threaded polypropylene fitting A 2 1/4" 60403
1 1/2" Double threaded polypropylene fitting A 3" 60124
2" Double threaded polypropylene fitting A 3" 60405
2" Heavy duty polypropylene fitting with siphon tube B 3 1/4" 60337
3/4" EPDM gasket for 60401 60402
3/4" Viton Gasket for 60401 60360
1" - 1 1/4" EPDM gasket for 60427 & 60403 60404
1" - 1 1/4" Viton gasket for 60427 & 60403 60361
2" EPDM gasket for 60124, 60405 & 61767 60406
2" Type B Viton gasket for 60124, 60405 & 61767 60523
2" EPDM gasket for 60337 60336
2" Type B Viton gasket for 60337 60008
Anti-Vortex insert for 1 1/4" 62398
Anti-Vortex insert for 2" 62399

Lids-Norwesco Item Part No.
Code

16" Lid, ring and fill cap 60038
16" Lid with air vent A 60011
16" Ring only 60012
6" Lid with air vent (air vent assembly for 16º lid) 60019
8" Lid, ring and air vent 60032
8" Lid with air vent B 60002
8" Ring only 60003
Air vent for 8" lid only (snap on) 61727
5" Lid with ball check air vent, old style C 60322
5" Lid with ball check air vent (after 2/01) 63484
Gasket for 5" lid 60366

L I D S

P O L Y  W E L D I N G  R O D

OEM (Raven) Lids Part No.

10" Threaded Lid with Vent 67399
10" Lid and Ring 67398
10" White 1/4 Turn Ring 67071

Ace Lids Part No.

5" Lid with Vent 10522
12" Threaded Lid 10527

A C

A specially formulated welding wire containing copolymers and adhesives, may be used to repair
small damage to linear polyethylene. #61879

S T R A I N E R  B A S K E T S

B U L K H E A D  F I T T I N G S

16" Strainer Basket 300126
10" Strainer Basket 67375
8" Strainer Basket (9" Deep) 300116
8" Strainer Basket (5" Deep) 300110

Polypropylene fittings come standard with an EPDM gasket.  Viton gaskets are available as an option
when EPDM may not be suitable for your application.
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