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GREEN GARDE MODEL JD9-C - HIGH PRESSURE SPRAY GUN

Model JD9-C• - 38500
The JD9 heavy-duty spray gun can help make your
operation more effective and profitable.  Check these
advantages.

Adjustable
Quickly and easily adjusts from a fine mist to a long
distance pencil-like stream¼effective for virtually any
application.

Reliable
Ruggedly-built and precision machined¼Designed for
all-day use, day in and day out!

Easy and comfortable to use
Crafted for comfortable use all day long.  Trigger lock
for continuous spraying; drip-free shut-off.

Versatile
Wide choice of tips and nozzles, heavy-duty root feeder
attachment and accessory fittings that allow you to use
Hudson and Spraying Systems wands and nozzles.

Inlet
3/4" female garden hose thread (FGHT) or remove
adapter and use 1/2" female pipe thread (FNPT).

Model JD9-CT• - 38501
All the features of Model JD9-C but tapped for use with
a gauge to calibrate pressure settings.  More accurate
than figuring line loss from a pump gauge.

38500

38501

Flooding Nozzles (shower pattern)

38638 1/2 GPM

38637 1 GPM

38636 2 GPM

38634 2 GPM

38633 4 GPM

38635 5 GPM

Adjustable Nozzle Tips

38606 Extra Small .3-1 GPM

38605 Small 1-3 GPM

38604 Medium 2-5 GPM

38602 Large 3-8 GPM

38603 Extra Large 10-19 GPM

Both spray guns come with large
adjustable nozzle tip standard
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DWG. NO. PART NO. DESCRIPTION DWG. NO. PART NO. DESCRIPTION

1 38516 Cap 14 38532 Bolt
2 38602 Nozzle tip & retainer 15 38531 Trigger assembly
3 38517 O-ring 16 38522 Gland packing
4 38534 Adjuster nut (barrel) 17 38537 O-ring
5 38535 Screw 18 38536 Gland
6 38519 O-ring 19 38538 Nut (2)
7 38521 Back up ring 20 38529 Grip (38530 tapped for gauge)
8 38518 Whirler 21 38533 Stopper-clip
9 38524 Adjuster body 22 38541 Packing
10 38525 Teflon valve seat 23 38540 3/4" garden hose coupling
11 38528 Stainless steel valve 24 38543 Garden hose washer
12 38527 Valve spring
13 38539 Locking nut

GREEN GARDE MODEL JD9-C - HIGH PRESSURE SPRAY GUN

G R E E N  G A R D E  M O D E L  G E S - 5 0 5

Repair Kit 38511 includes 1 each of highlighted parts

38512 Tip adapter for Spraying Systems 
nozzles and extensions.

11740-B Swivel - 3/4" garden hose thread
JD9-GH Stainless steel gun holder
901-8F8M Swivel 1/2" pipe thread
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Left-handed
thread

Special Note:
When tightening the
two #38538 nuts at the
rear of the gun, allow a
little slack so that the
valve will seat properly,
completely shutting off
the flow.

A C C E S S O R I E S

For economy and satisfactory performance for
many applications, select the Green Garde
GES-505.  Accepts JD9-C nozzles and acces-
sories.  1/2" FNPT inlet.
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Operating

Model Pressure Made
No. (PSI) of Length

Range

43LA Up to 200 Brass
43HA 200 to 800 Brass

13"43LA-AL Up to 200 Alum.
43HA-AL 200-800 Alum.

Operating

Model Pressure Made
No. (PSI) of Length

Range

43L Up to 200 Brass
43H 200 to 800 Brass

22"43L-AL Up to 200 Alum.
43H-AL 200-800 Alum.

Operating Data - No. 43L and 43H GunJet! Series

Orifice Liquid Pressure in PSI
GunJet!

Disc 40 PSI 100 PSI 200 PSI 400 PSI 800 PSI
No.

No.
Performance Setting Setting Setting Setting Setting

A C A C A C A C A C

43L-2
Capacity - GPM .29 .30 .45 .47 .64 .66 .90 .94 1.3 1.3

43H-2
D2 Max. Vert. Throw - ft ± 22 ± 22 ± 23 ± 24 ± 26

Max. Horiz. Throw - ft 10 32 10 33 10 34 10 1¤2 35 11 35

43L-4
Capacity - GPM .60 .61 .92 .94 1.3 1.3 1.8 1.9 2.6 2.7

43H-4
D4 Max. Vert. Throw - ft ± 26 ± 27 ± 28 ± 30 ± 32

Max. Horiz. Throw - ft. 10 36 10 36 10 1¤2 37 11 39 11 40

43L-6
Capacity - GPM 1.2 1.3 1.9 2.0 2.7 2.9 3.8 4.1 5.3 5.8

43H-6
D6 Max. Vert. Throw - ft ± 31 1¤2 ± 33 ± 34 1¤2 ± 36 1¤2 ± 38

Max. Horiz. Throw - ft 10 44 10 45 10 1¤2 37 11 39 11 40

43L-8
Capacity - GPM 2.0 2.5 3.1 3.4 4.4 4.8 6.2 6.8 8.8 9.6

43H-8
D8 Max. Vert. Throw - ft ± 33 ± 35 1¤2 ± 38 ± 40 1¤2 ± 42

Max. Horiz. Throw - ft 10 45 10 46 10 1¤2 47 11 49 11 51

43L-10
Capacity - GPM 2.6 3.2 4.1 5.0 5.8 7.1 8.2 10 10.2 14.1

43H-10
D10 Max. Vert. Throw - ft ± 35 ± 37 1¤2 ± 40 ± 42 1¤2 ± 44 1¤2

Max. Horiz. Throw - ft 10 46 10 1¤2 49 11 50 11 1¤2 52 12 54

Type 43A - Short Barrel
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Type 43 - Long Barrel

No. 43L for operating pressures up to 200 PSI. Trigger handle control¼ALL MODELS
No. 43H for operating pressures up to 800 PSI. Have 1/2" NPT (F) inlet connections.

Quality designed and built for heavy duty service.  Stem extends
through extension to valve seat located directly behind orifice disc for
drip-free shutoff and instant operating response.  Convenient triggerlock
for continuous spraying.
As trigger is drawn back, valve moves from shutoff position to initial
wide angle spray to continuously narrower cone sprays to final straight
stream.  Knurled ring behind trigger is adjustable to stop trigger at any
desired position.

Hardened Stainless Steel
Type D Orifice Discs
Choice of five interchange-
able orifice disc capacities.
Other sizes on request.  Discs
are corrosion and erosion
resistant.

Hardened Stainless Steel
Type DX-HSS Spray Tips
For spraying trees and other
applications where maximum
spray throw is required.

Exposed packing nut
for easy adjustment
of packing.

Choice of materials
Brass or aluminum

Accessories
901-8F8M Inlet Swivel 1/2" MIPT by 1/2" FIPT
7029 Garden Hose Adapter 1/2" MIPT by 3/4" FGHT
11740-B Inlet Swivel 3/4" MGHT by 3/4" FGHT
43-GH Gun Holder Bracket

Maximum!
Horizontal Throw

SETTING ªAº
WIDE ANGLE CONE SPRAY

Maximum!
Horizontal Throw

SETTING ªCº
STRAIGHT STREAM SPRAY
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G U N J E T ! S P R A Y  G U N  -  M O D E L  # A A 4 3 H

PART NO.
ITEM

BRASS ALUMINUM
DESCRIPTION

1 CP1325 CP1325-AL Cap, Brass or Aluminum
2 D-** D-** Orifice Disc, Hardened Stainless Steel
3 CP4743-NY CP4743-NY Gasket, Nylon
4 CP10566 CP-10566-AL Nozzle Housing, Brass of Aluminum

5 10565-NY 10565-NY-AL
Seat Plug, Seat Plate, Washer & Core Assembly
Nylon Core & Vane With Brass Or Aluminum Seat Plug

6 CP10571-2-NY CP10571-3-NY Guide Vane, Nylon
7 CP45195-NYB CP 45196-NYB Gasket, Nylon (2 Req'd)
8 CP19238-416SS CP19238-416SS Stem, Type 416 Stainless Steel
9 CP6604 CP6604-AL Tubing, Brass or Aluminum
10 CP6492 CP6492-AL Inlet Body, Brass or Aluminum
11 CP6601-302SS CP6601-302SS Packing Washer, Type 302 Stainless Steel

12
CP6602-LEA CP6602-LEA Packing, Leather (3 Req'd), Standard
CP6602-TEF CP6602-TEF Packing, Teflon (3 Req'd), Optional

13 CP19237 CP19237 Packing Screw, Brass or Aluminum
14 CP6599 CP6599-IZP Locknut, Brass or Steel, Zinc Plated
15 CP9641-INP CP9641-INP Stem Nut, Steel, Nickel Plated
16 CP6595-SS CP6595-SS Trigger Stop Spring, Stainless Steel
17 CP7991-SS CP7991-SS Washer, Stainless Steel
18 CP-6597-INP CP6597-INP Trigger Guide, Steel, Nickel Plated
19 CP6591-SS CP6591-SS Spring Stud, Stainless Steel
20 CP6589-IZP CP6589-IZP Stop Adjustment Nut, Steel, Zinc Plated
21 CP6594-SS CP6594-SS Spring for Stop Adjustment Nut, Stainless Steel
22 CP6588-IZP CP6588-IZP Spring Screw, Steel, Zinc Plated
23 CP6592-302SS CP6592-302SS Spring Guide Washer, Type 302 Stainless Steel

24
CP6593-1-SS CP6593-1-SS Main Spring, Stainless Steel (for Model #43L-)
CP6593-2-SS CP6593-2-SS Main Spring, Stainless Steel (for Model #43H-)

25 CP14477-1-AL CP14477-1-AL Handle Body, Aluminum
26 CP7623-IZP CP7623-IZP Rivet, Steel, Zinc Plated (2 Req'd)
27 CP6509-INP CP6509-INP Trigger, Steel, Nickel Plated
28 CP6510-INP CP6510-INP Trigger Stop, Steel, Nickel Plated
29 CP11757-SS CP11757-SS Screw, Stainless Steel
30 CP13798-INP CP13798-INP Trigger Guard, Steel, Nickel Plated

GunJet! No. AA43L - Brass, Complete, For Pressures up to 200 PSI
GunJet! No. AA43L-AL - Aluminum, Complete For Pressures up to 200 PSI
GunJet! No. AA43H - Brass, Complete, For Pressures from 200 to 800 PSI
GunJet! No. AA43H-AL - Aluminum, Complete, For Pressures from 200 to 800 PSI
AB43-KIT Spare parts Kit (includes all items marked with *)
AB43-AL-KIT Spare parts Kit (includes all items marked with *)

5 6
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JOHN BEAN SPRAYERS -  MODEL  785  TREE GUN

Bean 785 Tree Spray Gun
Still the best gun to get maximum height
from your sprayer.  The model 785 gives you
positive on-off control plus twist of the wrist
pattern adjustment with capacity to 48 GPM
at 800 PSI.  Includes nozzle disc assortment.
#5253228  Tree Gun
#1282388  Tree Gun w/Stainless Steel Barrel

Pump Pump Hose Gun & Nozzle Approx Height To Obtain
GPM PSI Size Disc PSI Trees Spray Maximum Height

60 600-800# 3/4" 785 With 450- 65 to 110© Use 785 gun with 5254037
w/ 100© of Spec Kit 550 kit installed

50 Plastic Hose & #22 Disc

35 600# with 100© 3/4" 785 With Spec 450- 50 to 70© Use 785 gun with 5254037 kit
of Plastic Hose Kit & #16 Disc 550

35 600-700# 3/4" 785 & 450- 40 to 85©
25 with 200© Hose #14 600

20 400-500# with 5/8" 785 & 250- 35 to 50©
100© Hose #14 350

10 400# with 1/2" 785 & 300- 20 to 35©
100© Hose #7 350

Note:  Pressure & water volume are the factors that allow us to reach our target.  For water particle to carry they must have mass so there are lim-
its to the maximum pressure used to increase the throw or carry of a water stream.  In shade tree spraying, relatively large droplets are necessary
to keep outside wind from dissipating or spreading the water stream.  Hence, our recommendation of nozzle PSI.

Recommended Tips On Shade Tree Spraying

Remember: 1. Always use a large enough hose with nozzle disc to permit using as much of the pump capacity as possible.
2. Plastic hose has less friction loss than rubber.

Accessories:
11740-B 3/4" Garden Hose Swivel

3/4" MGHT by 3/4" FGHT

785-GH Gun Holder

5254037 High Volume Kit

BTBV-M34 Throttle Valve Kit

SHOP TALK
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JOHN BEAN SPRAYERS - MODEL 785 TREE GUN - PARTS LIS T

Item Part
No. No. Description Qty
1 17236 Gasket . . . . . . . . . . . . . . . . 1
2 1234994 Nozzle cap . . . . . . . . . . . . . 1
3 15708 Disc #12 . . . . . . . . . . . . . . . 1
4 14812 Disc #8 . . . . . . . . . . . . . . . . 1
5 14813 Disc #10 . . . . . . . . . . . . . . . 1
6 15720 Disc #14 . . . . . . . . . . . . . . . 1
7 14195 Disc #16 . . . . . . . . . . . . . . . 1
8 14191 Disc #5 . . . . . . . . . . . . . . . . 1
9 15066 Disc #6 . . . . . . . . . . . . . . . . 1
10 14192 Disc #7 . . . . . . . . . . . . . . . . 1
11 15480 Valve whirl . . . . . . . . . . . . . 1
12 15528 Gasket . . . . . . . . . . . . . . . . 1
13 15477 Stream straightener . . . . . . . 1
14 1101336 Roll pin, 1/8 D x 9/16 . . . . . 1
15 15475 Valve stem (785A) . . . . . . . . 1
16 24967 Body. . . . . . . . . . . . . . . . . . 1
17 320183 O-ring, 1 5/16-18. . . . . . . . . 1
18 15621 Packing. . . . . . . . . . . . . . . . 1
19 24996 Nut, spray gun packing . . . . 1
20 27549 Cam nut . . . . . . . . . . . . . . . 1
21 Nut, nex 5/16-18 . . . . . . . . . 2
22 15479 Outer tube assembly (785A) 1
23 16591 Valve body . . . . . . . . . . . . . 1
24 24994 Gun barrel (785A) . . . . . . . . 1
25 5263341 Cam barrel . . . . . . . . . . . . . 1
26 24993 Collar . . . . . . . . . . . . . . . . . 1
27 1177890 Set screw, 10-32 x 3/16 . . . . 2
28 5253177 Grip and seat assembly

(contains items 29-30) . . . . . 1
30 15467 Valve seat, stainless steel . . . 1

Item Part
No. Description Qty
31 5253253    Trigger. . . . . . . . . . . . . . .  1
32 24988 Latch trigger . . . . . . . . . . . . 1
33 24992 Spring . . . . . . . . . . . . . . . . . 1
34 1101104 Roll pin, 1/4 D x 1 1/8 . . . . 2
35 20113 Stem . . . . . . . . . . . . . . . . . . 1
36 20115 Packing ring . . . . . . . . . . . . 2
37 20114 Gland valve rod . . . . . . . . . 1
38 20116 Bearing . . . . . . . . . . . . . . . . 1
39 1187040 Ball 13/16 . . . . . . . . . . . . . . 1
40 15468 Valve spring . . . . . . . . . . . . 1
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785 Repair Tool
Essential for proper installation of ball and seat in
your 785 spray gun.  Precision machined and zinc
plated for long life.  Includes instructions.
#785 Tool Kit  #1284078
Seat Extractor (3/8" NPT Tap)   (not shown)
#1284078-1

22

Item Part
No. No. Description Qty
41 320183 O-ring, 1 15/16 OD x 1/16. . 1
42 25011 Valve cap . . . . . . . . . . . . . . 1
43 1277491 Set screw, 1/2-20 x 3/4 . . . . 1
44 5253192 Bushing . . . . . . . . . . . . . . . 1
45 22679 Gasket . . . . . . . . . . . . . . . . 1

5251846 Repair parts kit Highlighted
Consists of: parts

High volume options
17481 Valve body . . . . . . . . . . 1
16554 Disc #18 . . . . . . . . . . . . 1
16555 Disc #22 . . . . . . . . . . . . 1
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For spot spraying, tree spraying, livestock spraying
and power washing at pressures from 30 to 800 PSI.

Maximum!

SETTING ªAº
WIDE ANGLE CONE SPRAY

Maximum!
Horizontal Throw

SETTING ªCº
STRAIGHT STREAM SPRAY

To operate spray gun, handle is rotated 360$ from shutoff to maximum flow position.  As handle is
turned, spray changes from initial cone spray through intermediate cone spray to straight stream.
Spray tips are interchangeable orifice discs made of corrosion and erosion resistant hardened stainless
steel.

GunJet! No. 2 ± Length 24". Weight 3 1/2
pounds, brass. 3/4" garden hose thread (F) inlet
connection.  Also available in aluminum as
GunJet% No. 2-AL, weight 1 1/4 pounds.

GunJet! No. 2A ± Length 15". Weight 2 1/2
pounds, brass.  3/4" garden hose thread (F) inlet
connection.  Also available in aluminum as
GunJet% No. 2A-AL, weight 1 pound.  Same
design as GunJet% No. 2.

GunJet! No. 12 ± Length 20".  Weight 1 3/4
pounds, brass.  3/4" garden hose thread (F) inlet
connection.

GunJet! No. 12A ± Length 16".  Weight 1 1/2
pounds, brass.  3/4" garden hose thread (F) inlet
connection.  Same design as GunJet% No. 12.

GunJet! No. 18-AL ± Length 20".  Weight 1
pound, aluminum.  1/4" NPT (F) inlet connection.

GunJet! No. 143-AL-GH ± Length 22 1/4".
Weight 1 1/4 pounds, aluminum.  3/4" garden
hose thread (F) inlet connection.  

Choice of Models and Capacities

#2

#12

#18-AL

84
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These guns offer long-range capability,
which makes them excellent for tree spray-
ing, fire fighting and de-icing.  The 3381-
0010 comes standard with a 3 mm spray tip;
the 3381-0011 comes standard with a 4 mm
spray tip.

For Models 3381-0010 and 3381-0011 Repair Kit No. 9 920-KIT10/11 is available consisting of:
(1) Poppet, (1) Seat and all of the necessary O-rings.

Turbine Spray Gun
#3381-0010 17" Barrel
Long Range Spray Gun
#3381-0011 21" Barrel
Maximum Pressure: 850 PSI

HYPRO ORIFICE PRESSURE IN PSI** 200 PSI 350 PSI 500 PSI 600 PSI 650 PSI 700 PSI 850 PSI
MODEL DIAMETER SETTING SETTING SETTING SETTING SETTING SETTING SETTING

NUMBER IN M.M. PERFORMANCE Cone Straight Cone Straight Cone Straight Cone Straight Cone Straight Cone Straight Cone Straight

3385-2300 2.3 Capacity in GPM 2.1 2.7 2.7 3.7 3.4 4.5 3.8 4.9 3.8 5 3.9 5.1 4.2 5.8
Max. Throw (ft.)* 11.4 29 12.9 33.9 14.8 37.9 16.6 41.5 17 41.7 17.7 42 19 45.7

3385-3000 3 Capacity in GPM 2.9 4.6 3.7 6.3 4.8 7.5 5.2 8.4 5.3 8.5 5.4 8.6 6 9.6
Max. Throw (ft.)* 11.7 29.2 12.9 33.9 13.8 36.2 15.6 40.8 16 40.7 16.2 42 17 44.1

3385-3500 3.5 Capacity in GPM 5.8 6 7.9 8.2 9.6 9.9 10.7 11.1 11 11.3 11.2 11.6 12.4 12.8
Max. Throw (ft.)* 13.6 36.2 19 41.2 22.6 45.3 25.5 50 25.5 51 27 51.5 28.8 54

3385-4000 4 Capacity in GPM 7 7.3 9.6 9.9 11.6 12 12.9 13.5 13.2 13.8 13.6 14.1 15 15.6
Max. Throw (ft.)* 15.1 37.7 20.6 42.8 24.3 47 27.2 53 27.2 54 28.5 55 29 59

3385-4500 4.5 Capacity in GPM 8.2 8.9 11.1 12 13.4 14.5 15 16.3 15.4 16.6 15.7 17 17.4 18.9
Max. Throw (ft.)* 18.1 39.2 22.2 44.3 26 50.1 30.6 54 30.6 56 31 57 31.5 62

3385-5000 5 Capacity in GPM 9.8 10.2 13.3 13.8 16 16.7 18 18.7 18.4 19.1 18.9 19.5 20.8 21.6
Max. Throw (ft.)* 19.6 40.7 23.8 47 27.5 53.3 32.3 59 32.3 61 32.8 62 32.8 67

3385-6000 6 Capacity in GPM 11.5 12.6 15.6 17.1 18.8 20.6 21 23.2 21.5 23.7 22 24.2 24.4 26.9
Max. Throw (ft.)* 21.1 43.7 25.3 54 30.7 60 35.6 66 35.6 67 36 68 36 74

3385-7000 7 Capacity in GPM 11.5 13.5 15.6 18.4 18.8 22.2 21 25 21.5 25.4 22 26 24.4 29
Max. Throw (ft.)* 21.1 46.8 25.3 57 30.7 63 37.4 70 37.4 71 38 72 38 77

*Figures shown are guidelines for vertical throw **Pressures based on relief valve settings at straight
throw.

Note: · Model Number 3385-3000 orifice is standard in the 3381-0010 gun.
· Model Number 3385-4000 orifice is standard in the 3381-0011 gun.
· Both guns shipped with 207P-8 adapter for a standard 1/2" FNPT Inlet connection.

207P-8 Metric adapter 1/2" female metric by 
1/2" NPT

901-8F8M Swivel 1/2" FNPT by 1/2" MNPT

A C C E S S O R I E S

85
1-800-247-4998


