
A10FB
Maximum Pressure 500 PSI
Maximum Output 11 GPM
Maximum RPM 600 RPM
Inlet Port 1" NPT
Outlet Port 3/4" NPT
Shaft Diameter 3/4"
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The A10FB and A20FB are compact, heavy-
duty piston pumps and are well adapted to
many industrial and agricultural uses includ-
ing tree spraying, weed and insect spraying,
livestock and poultry roost spraying. Their
radial cylinder design assures a smooth dis-
charge with minimum power. The A10FB
and A20FB pumps may be installed and
operated with the shaft either horizontal or
vertical and may operate in either direction
of rotation. Designed to give long service
life, the valves, valve plates and cylinder
sleeves are of stainless steel specially treated
to resist wear. Other working parts are of
heavy-duty construction. Maintenance is easy
- removing outer cylinder caps permits quick
access to valves, cups, etc.

· Field proven for over 50 years!
· Smooth running - needs no pulsation

dampener.
· Compact lightweight design ideal for PTO

or engine drive applications.
· Pressure control valve required.

Recommend model A14/A52 or equal.
· Hardened stainless steel valves and valve

plates for superior resistance to abrasion
and corrosion.

· Double packing cups in each cylinder
engineered for low resistance and efficiency
giving a significant increase in packing
life.

· Replaceable cylinder sleeves with ceramic
lining.

· Aluminum casting for low weight and 
corrosion resistance.

SPECIFICATIONS A20FB
Maximum Pressure 500 PSI
Maximum Output 22 GPM
Maximum RPM 600 RPM
Inlet Port 1 1/4" NPT
Outlet Port 1" NPT
Shaft Diameter 1"

SPECIFICATIONS
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Model A10FB Four Cylinder Piston Pump Model A20FB Ei ght Cylinder Piston Pump
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·Complete pumping unit in one compact 
package.

·Pump and engine direct coupled. No 
belts or pulleys to maintain.

·Assembled on steel base frame for easy
mounting in a variety of applications.

· Includes A14 or A52 pressure control,
large capacity strainer and liquid filled
pressure gauge.

Model Engine** Pump Regulator GPM PSI
A22RTF14 5.5 HP Honda A10FB A14 10 375

A25RTF14MU 5.5 HP Honda A10FB A14MU 10 375
A24RTF14 6.5 HP Honda A10FB A14 10 500
A24RTF52 6.5 HP Honda A10FB A52 10 500

A25RF52-20 10 HP Briggs & Stratton A20FB A52 20 500

**Briggs & Stratton or Kohler engines optional

For maintaining and pressure
testing water lines.

MWC Model A10FB 4 cylinder
radial piston pump is durable
and easy to maintain. It provides
a smooth flow up to 10 GPM
and 350 PSI.

MWC Model A14MU adjustable
pressure relief valve features a
manual unloading lever for easi-
er starting and shut down.

Powered by a 5.5 HP Honda
engine with 6:1 gear reduction
and direct coupling. Bases are
available in 3 styles; standard,
roll cage or 2 wheel cart.

Optional Hose Set includes suction, discharge and bypass hoses with fittings and
hydrant adapter with cut-off valve and liquid fille d pressure gauge.

Model A25RTF 14MU with roll cage
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RADIAL PISTON PUMP PARTS LIST - MODEL A10FB

Compact and lightweight, the A10FB is a popular high pressure PTO
pump for poultry barn cleaning.

Ref.# Part# Description Req'd
1 A1049 Lockscrew 1
2 A1048 Endwasher 1
3 A1052 Bearing 2
4 A1047 Slinger Ring 2
5 A1024 Spacer 2
6 A1008 Yoke 2
7 A1027 Yoke Pad 4
8 A1056 Needle Rollers 43
9 A1020 Bearing Outer Race 1

10 A1022 Cam 1
11 A1054 Retaining Washer 1
12 A1053 Snap Ring 1
13 A1051 Shaft 1
14 A1057 Woodruff Key 1
15 A1058 Grease Fitting 1
16 A0133 Seal 1

17A A1015 Cylinder Sleeve 4
17B A1015-2 Ceramic Lined Cylinder Sleeve 4

18 A1028 Plunger 4
19 A0617 *Backing Washer 4
20 A0618 *Packing Cup-Leather 4
21 A1012 *O-Ring 8
22 A1018 Spacer 4
23 A0618-1 *Packing Cup - Fabric 4

Ref.# Part# Description Req'd
24 A0621 *O-Ring 4
25 A0619 *Follower 4
26 A1062 Cap Screw (3/8-16x1 3/4) 4
27 A1061 Cap Screw (3/8-16x1 1/2) 20
28 A1002 Cylinder Head 4
29 A1023-1 *Head Gasket 4
30 A0130 Valve Stem 8
31 A0131 Valve Spring 8
32 A1025 Valve Guide 8
33 A1011 Valve Plate 4
34 A1017 Valve 8
35 A1041 O-Ring 8
36 A1042 Flexloc Nut 8
37 A1013-1 *Plate Gasket 4
38 A1071 Body 1
39 A1064 Manifold 1
40 B3057 1/8" Pipe Plug 1
41 A1059 Grease Fitting 1
42 A1012 O-Ring Assemblies 4
43 A1065 Yoke with Wear Pads 2
44 A1030 Outer Race and Rollers 1
45 A1055 Shaft & Bearing Assembly 1
46 A1029 Valve Plate Assembly 4

A1050-1 Packing Replacement Kit 1
(items marked *)
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RADIAL PISTON PUMP PARTS LIST -  MODEL A20FB

The A20FB pump is an ideal pump for higher output
applications like tree spraying and firefighting.

Ref.# Part# Description Req'd
1 A1049 Lockscrew 1
2 A1048 Endwasher 1
3 A1052 Bearing 2
4 A1047 Slinger Ring 2
5 A1024 Shaft Collar 4
6 A1008 Yoke 4
7 A1027 Yoke Pad 8
8 A1056 Needle Rollers 42
9 A1020 Bearing Outer Race 2

10 A1022 Cam 2
11 A2018 Spacer 1
12 A2017 Shaft 1
13 A1057 Woodruff Key 2
14 A1058 Grease Fitting 1
15 A2007 Hub Seal 1

16A A1015 Cylinder Sleeve 8
16B A1015-2 Ceramic Lined Cylinder Sleeve 8

17 A1028 Plunger 8
18 A0617 *Backing Washer 8
19 A0618 *Packing Cup-Leather 8
20 A1012 *O-Ring 16
21 A1018 Spacer 8
22 A0618-1 *Packing Cup - Fabric 8
23 A0621 *O-Ring 8

Ref.# Part# Description Req'd
24 A0619 *Follower 8
25 A1062 Cap Screw (3/8-16x1 3/4) 8
26 A1061 Cap Screw (3/8-16x1 1/2) 36
27 A1002 Cylinder Head 8
28 A1023-1 *Head Gasket 8
29 A0130 Valve Stem 16
30 A0131 Valve Spring 16
31 A1025 Valve Guide 16
32 A1011 Valve Plate 8
33 A1017 Valve 16
34 A1041 O-Ring 16
35 A1042 Flexloc Nut 16
36 A1013-1 *Plate Gasket 8
37 A2022 Body Assembly 1
38 A2024 Manifold 1
39 B3057 1/8º Pipe Plug 1
40 A1059 Grease Fitting 1
41 A1012 O-Ring Assemblies 4
42 A1065 Yoke with Wear Pads 4
43 A1030 Outer Race and Rollers 2
44 A2019 Shaft Assembly 1
45 A1029 Valve Plate Assembly 8

A1050-1 Packing Replacement Kit 2
(items marked *)



Ref. Part Qty.
No. No.

Description
Req'd.

17 A1410 Adapter, Gauge Fitting 1
18 A1411 Cap Screw 1/4 - 20x1/2 2
19 A1408 Toggle Bracket 1
20 A1409 Toggle 1

M O D E L  A 1 4 / A 1 4 M U

Field proven for heavy duty service

· Aluminum alloy casting for low weight 
and superior corrosion resistance.

· Interior parts all stainless steel with wear parts 
hardened for maximum wear resistance.

· Compact, low profile design, ideal for tight 
installations.

· Flow through design eliminates need for tee in 
pressure line.  Two 3/4" IPT discharge
openings and 1/4" gauge opening.

· Wide capacity and pressure range, 0-500 PSI,
0-22 GPM while maintaining sensitivity.

· Easy maintenance, removal of bottom cap 
permits access to interior parts without 
disturbing plumbing.

Ref. Part Qty.
No. No.

Description
Req'd.

1 A1407 Wing Nut (1/2" - 13 plated) 1
2 A1304 Spring Guide 2
3 A1405 Spring 1
4 A1511C Busying - Teflon 1
5 A1510 O-Ring 1
6 A1401 Body Casting 1
7 A1403 Control Stem 1
8 A1607 Spring Pin (3/16" x 1") 1
9 A1404 Valve Stem 1
10 A1406 Gasket 2
11 A1604 Valve Plate 1
12 A0128 Valve 1
13 A1041 O-Ring (-008) 1
14 A1042 Flex Loc Nut 1
15 A1402 Cap Casting 1
16 A1061 Cap Screw (3/8-16 x 1 1/2" Hex Hd. Plated) 4
21 A1422 Low Pressure Spring 1

A1450 Repair Kit
Includes items 4, 5, 8, 10 (2), 11, 12, 13 and 14
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The A14 MU has the following features:

· Adds Manual Unload feature to field proven 
A14 pressure relief valve.

· Manual Unload feature instantly relieves 
pressure in system. Saves on engine starter, 
makes hand starting easier.

· Allow rapid priming of system after filling, 
cleaning strainer, etc.

· Toggle provides easy operation, maintains 
exact pressure setting.

· Lightweight, corrosion resistant aluminum 
frame.

Additional Parts For A14MU

A14 A14 MU
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Wanner Model A52 Pressure Control and Hydraulic Unl oader Valve

The Wanner Model A52 pressure control and hydraulic unloader valve
is for use in high pressure pumping installations with intermittent
loading.  The A52 acts as a pressure regulator by modulating fluid
flow through a bypass valve.  When the discharge line from the con-
trol valve is closed, the load is removed from the connected pump
and driver.

The A52 has the following features:

· Aluminum alloy casting for low weight and corrosio n resistance.

· Hardened stainless steel check valves and seats.

· All wear parts easily replaceable.

· Available in two sizes - 3/4 " NPT with a nominal capacity of 
10 GPM and a 1" NPT with a nominal capacity of 30 GPM.

Sealless diaphragm style pressure
relief / regulator valve

· 316 Stainless steel body for better resistance to abrasive 
sprays.

· Special 4 port body for greater plumbing flexibili ty. Three 
3/4" FNPT flow through pressure ports and a 3/4" FNPT 
bypass port.

· Extra large, heavy duty T handle adjusting nut.

· Made in America.

· Heavy duty industrial construction.

· Smooth, chatter free bypass. Adjustable pressure from 75 - 
800 PSI.

· Valve can be serviced in place without removing p lumbing.
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Order # C64C101


